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Company Profile

THE COMPANY

The Company

Zodiac Lighting Limited was incorporated in Hong Kong 
on 1st October 1988. The founders, who have contributed 
themselves in the lighting industry over thirty years, have 
come together and lead the company up to the present 
days.

The Mission

We are the people of Zodiac provide bright and 
comfortable environment to our customer by offering 
professional lighting consultant and quality lighting 
products. We will be the company of choice by 
providing products and services beyond expectations 
and building the highest level of trust with our customer. 
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Milux

Reliable, functional design, technical 
performance, versatility, durable, maintenance 
convenience; they are the obsession for quality 
of product from MILUX.  With more than 
30 years in producing lighting product, our 
production team has assimilate their experience 
and innovation technology to lead the pace of 
the market fashion as well as performance at 
international recognized standard.

In order to guarantee the highest quality level, 
our quality control system, from raw material to 
final stage inspection, play an important role in 
our production process.  Except the propriety 
product you can explore from our product 
catalogue, the production team also have the 
capability to transforms metal ware into any 
lighting equipment with the client’s original 
design. It is obviously a solution of high quality 
with competitive cost in today’s market.

LED Development

In order to keep pace with the ever changing 
market, we have designed a series of LED 
fitting to cope with the current rapid developing 
LED application.  Zodiac has invested and 
focus in this specific area in the recent years.  
We have designed and manufactured a 
series of LED general and accent lighting, to 
serve the increasing demand in the market.  
We believe that LED technology is the future 
trend in the lighting industry.  Our staff are 
always kept running by the high quality lighting 
assignments on LED products from effect and 
signal application to general usage of light. 
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Toxic mercury is released into the environment when 
fluorescent light bulbs are broken or dumped into 
landfills.  LED bulbs contain no mercury, no toxic 
gasses and are solid state, they can be dropped without 
presenting a chemical hazard and there is nothing to 
break, shatter, leak, or contaminate.  Therefore LEDs 
are absolute a green product which do not polluted 
our environment and also enable specifiers to meet 
new and future increasingly stringent environmental 
regulations.

Estimate from famous journal that currently around 20% of global electricity 
is consumed by lighting.  Imagine if human can offer an lighting technology 
which help us to save more than 70% of lighting electrical consumption, how 
much we can save and how much we can protect the environment.  Although 
the initial investment of LEDs lighting are higher than conventional light source, 
this investment will payback for just a short period of time due to the long life 
time, low maintenance cost and high efficiency.

GLS Halogen LED

Lamp Life

70W

50W

10W

1,500hrs 2,500hrs

50,000hrsPower Consumption
(same intensity)

LED Features and Introduction

Green Technology and Energy Saving

The color rendering index (Ra) refers to the average color rendition of particular 
light source.  However, for particular color spectrum, it may perform relatively 
low, especially in R9 for red color and R15 for human skin representation.  
Therefore in a true high CRI light source, the average performance of every 
color spectrum is important to present the lighting object, especially R9 and 
R15 is one of the most important spectrum as well.

TRUE HIGH CRI

Ra R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

97

98

82

87

CRI 90+ LED Solution

Halogen (Typical)

Compact Metal Halide (Typical)

Compact Fluorescent (Typical)

97

98

90

91

100

99

94

93

96

99

69

86

96

99

82

91

98

98

81

89

98

98

81

90

99

99

87

88

98

97

71

70

98

92

27

17

99

97

59

76

92

98

62

91

87

97

55

81

98

98

93

93

97

99

78

92

98

97

88

81
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Conventional light source emit UV which would attract insects and so the 
insects are trap inside the luminaire and result diminish the light output and 
also affect the physical appearance of the light fitting.  Thanks for the LED light 
source which do not emit UV and they are free for the insects trap problem.

Moreover, there are no ultraviolet rays or 
infrared radiation contained in the light 
beams of LEDs products, this provides a 
cool beam with a light source which would 
not discolor or no fading effect to the object 
being lighted.

NO UV EMISSION

Heat energy loss from conventional light source, especially halogen lamps, are 
not only an energy losses but also follow by a series of problem, ceiling burnt is 
one of it. Smoky black ceiling surrounding halogen lamps are often occur when 
the lamps has operate over 1,000 hours.  Furthermore most of the halogen 
lamps is not recommend to place an object within 500mm displacement from 
the lamps which limited the range of application.  Now, LED light source have 
solve the problem as the LED light beam is absolutely no heat generate.

COOL LIGHT BEAM
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Diameter / Height PageSeries Module FeaturePower Option
W (lm, mA)

07

08

09

09

10

10

11

12

13

CCT Option
2700K    3000K    3500K    4000K    6000K

Recessed Downlight - General Lighting Index

Exxi

Hydro LED Mini

Hydro LED Midi

Hydro LED Maxi

Dowa

Hydro LED Sq

TINY Sq

Planar Mini

Planar Midi

Ø165, H140

Ø140, H115

Ø165, H115

Ø185, H128

Ø110, H115

Ø140, H150

Ø150, H125

145 x 145, H115/H145

90 x 90, H81

7.3W (1280lm, 500mA) 
10.6W (1730lm, 700mA)

12.8W (2128lm, 700mA)

21.7W (3631lm, 700mA)

13.6W (1917lm, 500mA)

19.9W (2564lm, 700mA)

19.9W (2157lm, 700mA)

13.4W (1363lm, 700mA)

11.8W (2130lm, 700mA)

CRI 80+ 9.5W(1300lm, 700mA)
CRI 80+ 15.2W(2000lm, 700mA)
CRI 80+ 25.7W(3000lm, 1050mA)
CRI 95+ 13.3W(1300lm, 700mA)
CRI 95+ 20W(2000lm, 1050mA)
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Exxi
-  Recessed downlight for LED Module 

-  White die cast aluminium trim

-  Polycarbonate reflector in silver vacuum plating

-  SDCM Step 2, high color temperature stability

-  Vibrant series available on request

-  Separate order of remote LED driver is available

-  Xicato Vibrant V8/ V9 available upon request

LED Driver
 

700mA

1050mA

1000mA, 1-10V Dimmable

700mA, 1-10V Dimmable

700mA, 1-10V Dimmable

Ø76

Ø79

Ø100

Ø76

Ø83

EC LED-700mA-20-AC(19)

EC LED-1050mA-40-AC(21)

EC LED-1050mA-40D-MW(14)

EC LED-SETmA-M20D-Mi-TCI(19)

EC LED-SETmA-M25D-DJ-TCI(13)

Exxi 13T8 (9.5W), Exxi 20T8 (15.2W),13T9 (13.3W)

Exxi 30T8 (25.6W), 20T9 (20W)

Exxi 30T8 (25.7W), 20T9 (20W)

Exxi 13T8 (12W), 13T9 (13.3W)

Exxi 20T8 (15.2W)

2-18W

2-18W

2-22W

4-36W

5-37W

Driving Power
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)

220 x 66 x 38

250 x 67 x 46

220 x 90 x 42

220 x 66 x 38

180 x 75 x 42

Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

Ordering  
Code 

Ø155Ø165

140

MX 7376  -  13T8         - G5 - 52 - 84 

MX 7376  -  20T8         - G5 - 52 - 84 

Xicato XTM 9.5W 1300lm, 700mA, CRI80+ LED Module

Xicato XTM 15.2W 2000lm, 700mA, CRI80+ LED Module
Code

27
30
35
40

2700K
3000K
3500K

CCT

4000K

Standard Series, CRI 80+

MX 7376  -  13T9         - G5 -  52 - 84 

MX 7376  -  20T9         - G5 -  52 - 84 

Xicato XTM 13.3W 1300lm, 700mA, CRI95+ LED Module

Xicato XTM 20W 2000lm, 1050mA, CRI95+ LED Module

Code

27
30
35
40

2700K
3000K
3500K

CCT

4000K

Artist Series, CRI 95+

MX 7376  -  30T8         - G5 - 52 - 84 
Xicato XTM 25.7W 3000lm, 1050mA, CRI80+ LED Module

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

52° 52° 52°
E[lx] E[lx] E[lx]

1557 2389 3582

389 597 896

173 265 398

97 149 224

0.98 0.98 0.98

1.95 1.95 1.95

2.93 2.93 2.93

3.90 3.90 3.90

MX 7376-13T...-52 MX 7376-20T...-52 MX 7376-30T...-52
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Hydro LED Mini
-  Recessed downlight for LED Module

-  White die cast aluminium trim 

-  99.9% high purity aluminium reflector

-  High performance polycarbonate diffuser

-  Separate order of remote LED driver is available

-  High output version on request

LED Driver
 

500mA

700mA

500mA, 1-10V Dimmable

700mA, 1-10V Dimmable

Ø76220 x 66 x 38

EC LED-500mA-12-AC(19)

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)

EC LED-SETmA-M20D-Mi-TCI(19)

1-10W

2-18W

2-18W

2-18W
HydroLED Mini 7.3W

HydroLED Mini 10.6W

Driving Power
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

Ø140 Ø130

115

MX 7350 - G4 -             -   

10.6W 700mA 1730lm SMD LED

7.3W 500mA 1280lm SMD LED 

Code

84
86

Silver
Sandblasted Silver

Reflector ColorCode

827
830
840

2700K
3000K
4000K

CCT

84 86

Reflector Color

h[m]

[m]

1

2

3

4

80°
E[lx/klm]

340

85

37

21

1.68

3.36

5.03

6.71

MX 7350-G4

SMD
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12.8W 700mA 2128lm SMD LED

21.7W 700mA 3631lm SMD LED

Hydro LED Midi / Maxi
-  Recessed downlight for LED Module

-  White die cast aluminium trim 

-  99.9% high purity aluminium reflector

-  High performance polycarbonate diffuser

-  Separate order of remote LED driver is available

-  High output version on request

LED Driver
 

700mA

700mA, 1-10V Dimmable
Ø76

220 x 66 x 38

220 x 66 x 38

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)

2-18W

2-18W
Hydro LED 12.8W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 
Ordering  

Code 

MX 7366 - G4 -             -   

Code

827
830
840

2700K
3000K
4000K

CCT

Ø165 Ø155

115
MX 7352 - G4 -             -   

Code

827
830
840

2700K
3000K
4000K

CCT

Ø185 Ø170

128

Hydro LED Midi

Hydro LED Maxi

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-M25D-DJ-TCI(13)

19-27W

2-22W

700mA

700mA, 1-10V Dimmable

200 x 57 x 41

180 x 75 x 42

Ø68

Ø83
Hydro LED 21.7W

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

80° 80°
E[lx/klm] E[lx/klm]

396 342

99 85

44 38

24 21

1.68 1.68

3.36 3.36

5.03 5.03

6.71 6.71

MX 7352-G4 MX 7366-G4

Code

84
86

Silver
Sandblasted Silver

Reflector Color

Code

84
86

Silver
Sandblasted Silver

Reflector Color

84 86

Reflector Color

SMD
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Planar
-  Recessed downlight for COB LED

-  White die cast aluminium trim

-  99.9% high purity aluminium reflector

-  High performance polycarbonate diffuser 

-  Separate order of remote LED driver is available

Planar Mini

827
830
840

2700K
3000K
4000K

Code CCT

MX 5397 - G5 -              -   

13.6W 500mA 1917lm  COB LED
Ø110 Ø100

111

Planar Midi

827
830
840

2700K
3000K
4000K

Code CCT

MX 5399 - G5 -              -   

19.9W 700mA 2564lm  COB LED
Ø130

150

Ø140

LED Driver
 

500mA

700mA

500mA, 1-10V Dimmable

700mA, 1-10V Dimmable

Ø76

Ø68

Ø83

220 x 66 x 38

200 x 57 x 41

180 x 75 x 42

EC LED-500mA-20-AC(19)

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-M25D-DJ-TCI(13)

EC LED-SETmA-M20D-Mi-TCI(19)

2-18W

16.5-27W

2-22W

2-18W
Planar 13.6W

Planar 19.9W

Driving Power
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 
Ordering  

Code 

84 85

Reflector Color

84
85

Silver
Gold

Code Reflector Color

84
85

Silver
Gold

Code Reflector Color

h[m]

[m]

1

2

3

4

57°
E[lx]

924

231

103

58

1.09

2.17

3.26

4.34

MX 5397-G5-830

h[m]

[m]

1

2

3

4

42°
E[lx]

1910

478

212

199

0.77

1.54

2.30

3.07

MX 5399-G5-830
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DOWA
-  Recessed downlight for COB LED 

-  White die cast aluminium trim

-  99% high purtiy aluminium reflector

-  Wallwasher and downlight version available

-  High performance polycarbouate diffuser

-  Separate order of remote LED driver is available 

CCT

827
830
840

2700K
3000K
4000K

MX 7368 - G5 -             - 

Code

84
86 

Silver

Reflector ColorCode

19.9W 700mA 2157lm  COB LED

Downlight Version

Sandblasted Silver

CCT

827
830
840

2700K
3000K
4000K

MX 7369 - G5 -             - 

Code

84
86 

Silver

Reflector ColorCode

19.9W 700mA 2157lm  COB LED

Wallwasher Version

Sandblasted Silver

LED Driver
 

700mA

700mA, 1-10V Dimmable

Ø68

Ø83

200 x 57 x 41

180 x 75 x 42

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-M25D-DJ-TCI(13)

16.5-27W

2-22W
DOWA 19.9W

Driving Power
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

84 86

Reflector Color

Ø145

125

Ø150

Ø150 Ø145

125

MX 7369-G5-830MX 7368-G5-830 

h[m]

[m]

1

2

3

4

45°
E[lx]

1525

381

169

95

0.83

1.66

2.49

3.31
30-30

400
800

1200
1600
2000

120

-90 90

120

-60 60
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Hydro LED Sq
-  Recessed downlight for LED Module 

-  Die cast aluminium trim 

-  99.9% high purity aluminium reflector

-  Separate order of remote LED driver is available

-  High performance polycarbouate diffuser

-  High output version on request

CCT

CCT

CCT

827
830
840

2700K
3000K
4000K

827
830
840

2700K
3000K
4000K

827
830
840

2700K
3000K
4000K

MX 7395- G4 -             - 

MX 7396 - G4 -             - 

MX 7397 - G4 -             - 

MX 7397-G4-830

Code

Code

Code

84 
86

84 
86

84 
86

Silver

Silver

Silver

Matt Silver

Matt Silver

Matt Silver

Reflector Color

Reflector Color

Reflector Color

Code

Code

Code

Downlight Version, Visual Comfort

Downlight Version

Wallwasher Version

LED Driver
 

700mA

700mA, 1-10V Dimmable
Ø76220 x 66 x 38

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18 W Hydro LED Sq 11.8W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 
Ordering  

Code 

84 86

Reflector Color

145

115

115

135 x 135

135 x 135

135 x 135

145 x 145

145 x 145

145 x 145

90

60

11.8W 700mA 2130lm SMD LED

11.8W 700mA 2130lm SMD LED

11.8W 700mA 2130lm SMD LED

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

74° 73°
E[lx/klm] E[lx/klm]

358 383

90 96

40 43

22 24

1.51 1.48

3.01 2.96

4.52 4.44

6.03 5.92

MX 7395-G4-830 MX 7396-G4-830

30-30

200
300

400
500
600

-120

-90 90

120

-60 60

SMD
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TINY Sq
-  Recessed downlight for COB LED

-  White die cast aluminium trim 

-  99.9% high purity aluminium reflector

-  High performance polycarbonate diffuser

-  Separate order of remote LED driver is available

-  IP55 Version with clear tempered glass diffuser 

LED Driver
 

700mA

700mA, 1-10V Dimmable
220 x 66 x 38

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W TINY Sq 13.4W

Driving Power
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

Code

Code

84 
86

84 
86

White Trim & Sliver Reflector
White Trim & Matt Sliver Reflector

White Trim & Sliver Reflector
White Trim & Matt Sliver Reflector

Reflector Color

Reflector Color

13.4W 700mA, 1363lm  COB LED

13.4W 700mA, 1363lm  COB LED

Standard Version

IP55 Version

84 86

Reflector Color

81

MX 7319 - G4 -              -   

MX 7319C - G4 -              -   

Code

Code

27
30
35
40

27
30
35
40

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

78x78
90 x 90

81

78x78
90 x 90

h[m]

[m]

1

2

3

4

56°
E[lx]

789

197

88

49

1.06

2.13

3.19

4.25

MX 7319-G4-830

Ø76

Cut Hole (mm)
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FreePlus LED Module Index

Diameter / Height PageSeries Module Feature

20

21

22

23

24

25

26

27

28

29

30

31

VC Spot

Domi

Somi

Pin Slot

Space

Pin Hole

Mini Trim

Mini Trim Sq

Multi Super Mini

Pin Hole Sq

Renia

Ø100, H110

Ø102, H115

Ø102, H115

Ø98, H87

Ø105, H112

Ø98, H87

98x98, H99

Ø84, H89

Ø88, H119

85X85, H128

S106X106, H98

S90X90, H98

T270x106, H198

T254x90, H198

D188x106, H98

D172x90, H98

Ø106, H98

Ø92, H89

Ø88, H107

105X105, H117

Multi Super Mini
Trimless
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FreePlus Module

MILUX FreePlus LED Module is a replaceable system, the LED Module can fit more 
than 13 series of MILUX light fitting. We provide various variety of the FreePlus LED 
module, including different CCT, CRI, LED Technology, Beam Angle and Efficiency. 
We aim to provide a complete solution to any project type that need different 
applications and parameters, meanwhile provide a fexibility to replace the LED 
module due to maintenance and change in lighting design.

FreePlus  LED Module

COB Module

Narrow Spot COB Module

Narrow Spot XCAModule

XCA Module

Luminaire Selection Full Set Luminaire
with LED Module

Module
Replaceable

Powered by 

Powered by 

Powered by 

Powered by 
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FreePlus Module

FreePlus COB Module

COB Module CRI80

COB Module CRI90

......  -  G5  -               -          - ...         

......  -  G5  -               -          - ...         

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

Code

827
830
835
840

927
930
935
940

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

9.1W 350mA 1388lm CRI80

9.1W 350mA 1150lm CRI90

LED Driver
 

Driving Power
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

350mA

350mA, 1-10V Dimmable Ø76

Ø53

220 x 66 x 38

135 x 46 x 30EC LED-350mA-12-V1-ER(20)

EC LED-SETmA-M20D-Mi-TCI(19)

8-11W

1-13W
COB Module 9.1W

• Full Beam Angle Option: Narrow, Medium, Wide

• 4 CCT Option: 2700K, 3000K, 3500K, 4000K

• SDCM 3 MacAdam Ellipses

• Projected Life Time 50K hours L70

High Value of Money LED Module Powered by 

90

COB Module CRI90 38°

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

38°

38°

E[lx]

E[lx]

1667

1383

417

346

185

153

104

86

0.69

0.69

1.38

1.38

2.07

2.07

2.75

2.75

COB Module CRI80 38°

COB Module CRI90 26°

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

26°

26°

E[lx]

E[lx]

2285

1896

571

473

254

210

143

118

0.46

0.46

0.92

0.92

1.39

1.39

1.85

1.85

COB Module CRI 80 26°

COB Module CRI90 16°

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16°

16°

E[lx]

E[lx]

3772

3130

943

782

419

347

236

195

0.28

0.28

0.56

0.56

0.84

0.84

1.12

1.12

COB Module CRI80 16°

65

Ø50

65

Ø50
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FreePlus Module

FreePlus Narrow Spot COB Module

Narrow Spot COB Module CRI80

Narrow Spot COB Module CRI90

......  -  V6G4 -               -  11 -  ...     

......  -  V6G4 -               -  11 -  ...     

Code

Code

827
830
835
840

927
930
935
940

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

6.8W 350mA 680lm CRI80

6.8W 350mA 564lm CRI90

LED Driver
 

Driving Power
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

350mA

350mA, 1-10V Dimmable Ø76

Ø76

220 x 66 x 38

220 x 66 x 38EC LED-350mA-12-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)

1-10W

1-13W

Narrow Spot 
COB Module 6.7W

• Narrow Spot with 11° beam angle

• Field/ Beam Ratio 1.8

• 4 CCT Option: 2700K, 3000K, 3500K, 4000K

• SDCM 3 MacAdam Ellipses

• Projected Life Time 50K hours L70

High Value of Money LED Module Powered by 

90

h[m]

[m]

1

2

3

4

11°
E[lx]

5258

1315

584

329

0.19

0.39

0.58

0.77

Narrow Spot COB Module CRI90

h[m]

[m]

1

2

3

4

11°
E[lx]

4364

1091

484

273

0.19

0.39

0.58

0.77

Narrow Spot COB Module CRI80

F/B 1.8

55

Ø50

55

Ø50
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FreePlus Module

LED Driver 

EC LED-500mA-12-V1-ER(20)

EC LED-700mA-12-V1-ER(20)

EC LED-SETmA-M20D-Mi-TCI(19)

8-11W
500mA

700mA

500mA, 1-10V Dimmable 220 x 66 x 38

135 x 46 x 30

Ø76

Ø53
XCA Standard, V80 Module

XCA Artist, V95, Beauty Module

XCA Standard, V80, Artist, V95, 
Beauty Module

2-18W

Driving Power 
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Xicato Module Standard Series

Xicato Module Artist Series

Xicato Module Vibrant V80 Series

Xicato Module Vibrant V95 Series

Xicato Module Beauty Series

......  -  13CA              - G5 -          -  ...

......  -  13CA              - G5 -          ...

......  -  13CAV830  - G5 -          -  ...    

......  -  13CAV930  -  G5 -          -  ...    

......  -  13CAV927  - G5          -  ...    

Code

Code

827
830
835
840

927
930
935
940

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

24
50

24
50

24
50

24
50

24
50

24°
50°

24°
50°

24°
50°

24°
50°

24°
50°

Code

Code

Code

Code

Code

Beam Angle

Beam Angle

Beam Angle

Beam Angle

Beam Angle

700mA 9.5W 1300lm, CRI80

500mA 9.3W 965lm, CRI98

700mA 9.5W 1300lm, CRI80

500mA 9.3W 965lm, CRI98 3000K

500mA 9.3W 965lm, CRI95 2700K

GAI
111

FreePlus XCA Module

• Corrected Cold Phosphor Technology

• High Color Consistency, 1x2 MacAdam Ellipses

• 4 Types of Light: Standard, Vibrant, Artist, Beauty Series

• Medium Beam and Flood Beam Angle Option

• 4 CCT Option: 2700K, 3000K, 3500K, 4000K

• Projected Life Time 50K Hours L80

Premium LED module Powered by 

XCA Artist/ Virbant V95/
Beauty 24°

XCA Standard/Vibrant V80 24°

GAI
109

GAI
123

GAI
123

95+ 95+

95+

XCA Standard/Vibrant V80 50°

XCA Artist/ Virbant V95/
Beauty 50°

65

65

Ø50

Ø50

h[m]

[m]

1

2

3

4

24°
E[lx]

2090

523

232

131

0.43

0.85

1.28

1.70

h[m]

[m]

1

2

3

4

50°
E[lx]

1236

309

137

77

0.93

1.87

2.80

3.73

h[m]

[m]

1

2

3

4

24°
E[lx]

1548

387

172

97

0.43

0.85

1.28

1.70

h[m]

[m]

1

2

3

4

50°
E[lx]

916

229

101

57

0.93

1.87

2.80

3.73



19Milux LED Collection 7

FreePlus Module

LED Driver

EC LED-350mA-12-AC(20)

EC LED-SETmA-M20D-Mi-TCI(19)

1-10W 350mA

700mA, 1-10V Dimmable 220 x 66 x 38

200 x 66 x 38
Ø76

2-18W

Driving Power 
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Narrow Spot XCA Standard Module

Narrow Spot XCA Artist Module

Narrow Spot XCA Vibrant V80 Module

Narrow Spot XCA Vibrant V95 Module

......  -  0709CA           - G5 - 16 - ...    

......  -  0709CA           - G5 - 16 - ...    

......  -  0709CAV830  -  G5  -  16  -  ...    

......  -  0709CAV930  -  G5  -  16  -  ...    

700mA 7.8W 700lm, CRI83

700mA 9.7W 700lm CRI98

700mA 7.8W 700lm, CRI83 3000K

700mA 9.7W 700lm, CRI98 3000K

Code

Code

827
830
835
840

927
930
935
940

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

FreePlus Narrow Spot XCA Module

h[m]

[m]

1

2

3

4

16°
E[lx]

3580

895

398

224

0.28

0.56

0.84

1.12

XCA Narrow Spot 
Standard/ Vibrant V80

• Corrected Cold Phosphor Technology

• High Color Consistency, 1x2 MacAdam Ellipses

• 3 Types of Light: Standard, Vibrant, Artist Series

• Narrow Spot with 16° beam angle

• Field/ Beam Ratio 1.8

• 4 CCT Option: 2700K, 3000K, 3500K, 4000K

• Projected Life Time 50K Hours L80

Prefect Field Angle LED module Powered by 

95+

60

60

Ø50

Ø50

F/B 1.8

h[m]

[m]

1

2

3

4

16°
E[lx]

3580

895

398

224

0.28

0.56

0.84

1.12

XCA Narrow Spot 
Artist/ Vibrant V95

XCA Standard, V80, Artist, V95, 
Beauty Module
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FreePlus Module

max
110

max
110

Ø88Ø100

25°

355°

VC Spot
-  Recessed downlight for LED module

-  Adjustable and downlight version

-  White die cast aluminium trim 

-  Secondary aluminium reflector available in white, silver and sandblasted silver

-  Seperate order of remote LED driver available

88
84
86

88
84
86

Code

Code

White
Silver

Sandblasted Silver

Reflector Color

White
Silver

Sandblasted Silver

Reflector Color

MX 7444  -  ..........  -

MX 7445  -  ..........  -

Downlight Version

Adjustable Version

Ø88
Ø100

Module
Replaceable

Reflector Color

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

88 84 86
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FreePlus Module

max
115

Domi/ Pomi

80
10

Code

White Trim
Black Trim

Reflector Color

MX 7450  -  ..........  -

Domi Version

Ø92
Ø102

Module
Replaceable

Reflector Color

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

80 10

ne
w

max
115

82
12

Code

White Trim Black Reflector
Black Trim Black Reflector

Reflector Color

MX 7452  -  ..........  -

Pomi Version

Ø92
102x102

*Please refer to P.16-19 for the 
FreePlus Module Matrix

ne
w

355°

Reflector Color

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

82 12

-  Recessed downlight for LED module

-  Adjustable version

-  White die cast aluminium trim 

-  Secondary aluminium reflector available in white trim and black trim

-  Seperate order of remote LED driver available

-  Replaceable trim options
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FreePlus Module

max
115

Somi
-  Recessed downlight for LED module

-  Adjustable version

-  White die cast aluminium trim 

-  Secondary aluminium reflector available in chrome black and silver

-  Seperate order of remote LED driver available

-  Replaceable trim options

82
84
86
89

Code

White Trim Black Reflector
White Trim Silver Reflector

White Trim Sandblasted Silver Reflector
White Trim Rose Gold Reflector

Reflector Color

MX 7451  -  ..........  -

Replaceable reflector Version

Ø92
Ø102

Module
Replaceable

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

82 84 86 89

ne
w

Reflector Color
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FreePlus Module

MX 7407  -  ..........  -

Module
Replaceable

*Please refer to P.16-19 for the 
FreePlus Module Matrix

Space
-  Recessed downlight for LED Module

-  Best performance using FreePlus Module below 26° beam angle 

-  Metal body in various color

-  Separate order of remote LED driver available

80B
10B
20B

White
Black

Aluminium Grey

Code Color

80B 10B 20B

Color

 30°Ø89

Ø105

355°

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

max
112
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FreePlus Module

MX 7425      -  ..........  -

MX 7426      -  ..........  -

MX 7425C      -  ..........  -

MX 7426C      -  ..........  -

Adjustable Version

Fixed Version

Adjustable Version with Cover Glass, IP55

Fixed Version with Cover Glass, IP55

*Please refer to 
P.16-19 for 
the FreePlus Mod-
ule Matrix

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

Pin Hole
-  Recessed downlight for LED module 

-  Adjustable and downlight version

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote LED driver available 

Module
Replaceable

Ø89Ø98

Ø89Ø98

30°355°

30°355°

 30° 

 30° 

Ø89Ø98

Ø98 Ø89

Flush Mount Effect

Color

80 10 20

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

80
10
20

White
Black

Aluminium Grey

Code Color

80
10
20

White
Black

Aluminium Grey

Code Color

80
10
20

White
Black

Aluminium Grey

Code Color

80
10
20

White
Black

Aluminium Grey

Code Color

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

max
87

max
87

max
87

max
87

Accessory

Flush Mounting Kit

MX 3921 - 

- Blank-

F
Standard mount

Flush mount

Code

- Blank-

F
Standard mount

Flush mount

Code

- Blank-

F
Standard mount

Flush mount

Code

- Blank-

F
Standard mount

Flush mount

Code

80
10
20

White
Black

Aluminium Grey

Code Color
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FreePlus Module

MX 7427      -  ..........  -

MX 7427C      -  ..........  -

Adjustable Version

Adjustable Version with Cover Glass, IP55

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

Module
Replaceable

Pin Slot
-  Recessed downlight for LED module

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote LED driver available

 

Ø78Ø98

Ø78Ø98

30°

30°

 30° 

 30° 

80
10
20

White
Black

Aluminium Grey

Code Color

80
10
20

White
Black

Aluminium Grey

Code Color

Color

80 10 20

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

max
87

max
87

Accessory

Flush Mounting Kit

MX 3921 -

Flush Mount Effect

- Blank-

F
Standard mount

Flush mount

Code

- Blank-

F
Standard mount

Flush mount

Code

80
10
20

White
Black

Aluminium Grey

Code Color
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FreePlus Module

Pin Hole Sq
-  Recessed downlight for LED module

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote LED driver available 

Adjustable Version

Ø8998 x 98

30°

355°

Module
Replaceable

MX 7411     -  ..........  -

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

80
10
20

White
Black

Aluminium Grey

Code Color

Ø8998 x 98

30°

Adjustable Version with Cover Glass, IP55

355°

MX 7411C      -  ..........  -

*Please refer to 
P.16-19 for 
the FreePlus 
Module Matrix

80
10
20

White
Black

Aluminium Grey

Code Color

Color

80 10 20

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix

max
99

max
99

Accessory

Flush Mounting Kit

MX 3923 -

Flush Mount Effect

- Blank-

F
Standard mount

Flush mount

Code

- Blank-

F
Standard mount

Flush mount

Code

80
10
20

White
Black

Aluminium Grey

Code Color
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FreePlus Module

Renia
-  Recessed downlight for LED module

-  Die cast aluminium body available in 3 colors

-  Adjustable and non-adjustable version available 

-  Seperate order of remote LED driver available 

Module
Replaceable

Non-adjustable Version

89

Ø78

Ø84

MX 7490  -  ..........  -

MX 7491  -  ..........  -

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

80
10
20

80
10
20

White
Black

Aluminium Grey

White
Black

Aluminium Grey

Code

Code

Color

Color

25° Ø92

89

Ø85

Adjustable Version

Color

80 10 20

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

Accessory

Overall height increase by 20 mm

Anti-Glare tube (Black)

MX 5949 - 10   

Renia + MX 5949-10   

31 91

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix
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FreePlus Module

Mini Trim
-  Recessed downlight for LED module

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote LED driver available 

Module
Replaceable

25°

Ø88 Ø84

Downlight Version

119

MX 7463  -  ..........  -

MX 7478  -  ..........  -

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

80
10

White
Black

Code Color

80
10

White
Black

Code Color

Ø88

Ø84

107

Wallwasher Version

80 10

Reflector Color

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix
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FreePlus Module

MX 7460  -  ..........  -

MX 7462 -  ..........  -

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

80
10

White
Black

Code Color

80
10

White
Black

Code Color

Module
Replaceable

Mini Trim Sq
-  Recessed downlight for LED module

-  Polycarbonate reflector

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote LED driver available 

Non-adjustable Version

81x8185 x 85

128

Adjustable Version

105 x 105 101x101

25°

117

355°

Color

80 10

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix
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FreePlus Module

Multi Super Mini
-  Recessed downlight for LED Module

-  Metal body in various color

-  Separate order of remote LED driver available

 

Ø9825°

98

Ø106

98x26225°

98

106
270

98x18025°

98

106188

98x9825°

106

98

106

80B 10B 80W

Module
Replaceable

Color

MX 7464D  -  ..........  -

MX 7464S  -  ..........  -

MX 7464T  -  ..........  -

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

MX 7466  -  ..........  -

*Please refer to P.16-19 for the 
FreePlus Module Matrix 80B

10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix
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FreePlus Module

Module
Replaceable

MX 7465S  -  ..........  -

MX 7465D  -  ..........  -

MX 7465T  -  ..........  -

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

*Please refer to P.16-19 for the 
FreePlus Module Matrix

Multi Super Mini Trimless
-  Recessed downlight for LED Module

-  Metal body in various color

-  Separate order of remote LED driver available 

25° 97x97

90 90

98

97x179 25°

98

90172

97x26125°

98

90

254

00B 80W

Color

Trimless Installation Kit 

Trimless Installation Kit 

Trimless Installation Kit 

MX TIK41LS -

MX TIK41LD -

MX TIK41LT -

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

h[m]

[m]

1

2

3

4

E[lx]

Refer to FreePlus Module 

for photometrix
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Recessed Downlight - Accent Lighting

Milux LED Collection 7

Recessed Downlight - Accent Lighting 

32

Recessed Downlight - Accent Lighting Index

Diameter / Height PageSeries Module FeaturePower Option
W (lm, mA)

CCT Option
2700K    3000K    3500K    4000K    6000K

LED EYE

ALIEN

INVISA

XITO

B. Spot

Atec XCA

TINY COB

Multi Mini Xito

Multi Mini Xito Trimless

Multi Mini Spot COB

Multi Mini COB AT

Multi Mini COB 
Trimless AT

Multi Mini Spot 
COB Trimless

Atec COB

GLEE

MOVA

Ø46/ Ø36, H22

Ø80, H66

Ø46/ Ø36, H22

Ø92, H110
Ø111, H110

Ø96, H80

Ø62, H79
Ø74, H78

Ø92, H94
Ø111, H94

Ø92, H91
Ø111, H91

Ø90, H91
Ø101, H91

1x2.1W (188lm, 700mA)
1x1W (118lm, 350mA)

1x6W (593lm, 500mA)

1x6W (5931lm, 500mA)

CRI 80, 20.3W (2189lm, 700mA) 
CRI 90, 20.3W (1816lm, 700mA)

CRI 80, 13.6W (1917lm, 500mA) 
CRI 90, 13.6W (1590lm, 500mA)

CRI 80, 13.8W (1663lm, 500mA) 
CRI 90, 13.8W (1375lm, 500mA)

CRI 80, 9.1W (1388lm, 350mA) 
CRI 90, 9.1W (1150lm, 350mA)

CRI 80, 6.2W (785lm, 350mA) 
CRI 90, 6.2W (650lm, 350mA)

CRI 80, 9.2W (1056lm, 500mA) 
CRI 90, 9.2W (876lm, 500mA)

CRI 80, 20.3W (2189lm, 700mA) 
CRI 90, 20.3W (1816lm, 700mA)

CRI 80, 20.3W (2189lm, 700mA) 
CRI 90, 20.3W (1816lm, 700mA)

CRI 80, 19.9W (2564lm, 700mA) 
CRI 90, 19.9W (2128lm, 700mA)

CRI 80, 19.9W (2564lm, 700mA) 
CRI 90, 19.9W (2128lm, 700mA)

CRI 80, 9.5W (1300lm, 700mA) 
CRI 95+, 13.3W (1300lm, 700mA)

Ø92, H75/ H110
Ø111, H75/ Max.110

CRI 80+, 9.5W (1300lm, 700mA) 
CRI 95+, 13.3W (1300lm, 700mA)

CRI 80+, 9.3W (1300lm, 700mA)
S 120x120, D218x120

T 316x120, H100

CRI 80+, 9.3W (1300lm, 700mA)
S 102x102, D200x102

T 298x102, H100

S 120x120, D218x120
T 316x120, Ø120, H130

S 90x90, D172x90
T 254x90, H98

S 120x120, D218x120
T 316x120, Ø120, H146

S 102x102, D 200x120
T 298x120, H146

33

34

35

36

37

38

39

40

41

42

43

44

45

46

47

48

49

GONES Ø92, H110
Ø111, H110

CRI 80, 9.1W (1388lm, 350mA) 
CRI 90, 9.1W (1150lm, 700mA)
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Recessed Downlight - Accent Lighting

LED EYE

Adjustable Version

MX 7401  - G4 -              -           -    

80
10
20

White
Black

Aluminium Grey

Code Color

827
830
840
860

Code

2700K
3000K
4000K
6000K

CCT Code

15
27
43

15°
27°
43°

Beam Angle

1 x 2.1W  700mA 188lm  High Power LED OR

1 x 1W  350mA 118lm  High Power LED

1 x 1W  350mA 118lm  High Power LED

* 350mA LED Driver for 1W available on request

Non-Adjustable Version

MX 7402  - G4 -              -           -    

80
10
20

White
Black

Aluminium Grey

Code Color

827
830
840
860

Code

2700K
3000K
4000K
6000K

CCT Code

15
27
43

15°
27°
43°

Beam Angle

1 x 2.1W  700mA 188lm  High Power LED OR

800mm length connection wire

22

800mm length connection wire

22

Accessory

MX 5922
2 terminal series connector with 2 meter wire

MX 5923
6 terminal series connector with 2 meter wire
(included 3 Terminal End)

MX 5924
Terminal End

MX 5925
2m extension wire

14
32

13

45
Included

x3

13

37

LED Driver

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

 

Ordering  
Code 

Color

80 10 20

Max 4pcs LED Eye 3 (3W)
(series connection)

700mA 220 x 66 x 38
Ø76

require access panelMax 8pcs LED Eye 3 (3W)
(series connection)

EC LED-700mA-12-AC(19)

EC LED-700mA-20-AC(19)

30° Ø46
Ø39

Ø36
Ø30

2-10W

2-18W

-  Recessed downlight for LED 

-  Die cast aluminium trim and body available in three colors

-  “Plug -in” male connector with 800mm wire provided

-  Collimator angle available in 15°, 27° and 43° 

-  Separate order of remote LED driver

h[m]

[m]

1

2

3

4

15°
E[lx]

1627

407

181

102

0.26

0.53

0.79

1.05

MX 7401-G4-830-15

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

27° 43°
E[lx] E[lx]

618 247

155 62

69 27

39 15

0.48 0.79

0.96 1.58

1.44 2.36

1.92 3.15

MX 7401-G4-830-27 MX 7401-G4-830-43
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Alien

ne
w

Adjustable Version

MX 7449  - G1 -              -              

80
10

White
Black

Code Color

827
830
840

Code

2700K
3000K
4000K

CCT

1 x 6W  500mA 593lm  High Power LED

LED Driver

Driving Power 
Range

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Color

80 10

500mA

135 x 66 x 38

220 x 66 x 38

Ø53

Ø76

EC LED-500mA-8-AC(20)

EC LED-SETmA-M20D-Mi-TCI(19)

30°

Ø80

Ø71

4.5-7.5W

2-18W

-  Recessed downlight for LED 

-  Die cast aluminium trim and body available in 2 colors

-  Adjustable Beam Angle from 14° - 36° 

-  Separate order of remote LED driver

h[m]

[m]

1

2

3

4

14°

1627

407

181

102

0.26

0.53

0.79

1.05

MX 7449-G1-830

h[m]

[m]

1

2

3

4

38°
E[lx]

247

62

27

15

0.79

1.58

2.36

3.15

66

355°

14° 38°

Adjustable beam angle from 14° - 38°
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MX 7447 - G1 -            -         - 

Invisa
-  Recessed downlight for LED module

-  Die cast aluminium body available in 2 colors 

-  Seperate order of remote LED driver available

-  3 different lamp souris height

-  Trimless kit available

 

ne
w

Ø71

Ø77

30°

Color

Color

80B 10B 80W

80B 10B

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

99

Trimless Version

ne
w

Trimless Mounting

355°

80B
10B
80W

White Housing & Black Body
Black Housing & Black Body
White Housing & White Body

Code Color

827
830
840

Code

2700K
3000K
4000K

CCT Code

15
30
50

15°
30°
50°

Beam Angle

1 x 6W  500mA 593lm  High Power LED

1 x 6W  500mA 593lm  High Power LED

Ø65

MX 7448 - G1 -            -         - 

80W
10B

White Housing & White Body
Black Housing & Black Body

Color

827
830
840

2700K
3000K
4000K

CCT

15
30
50

15°
30°
50°

Beam Angle

h[m]

[m]

1

2

3

4

50°
E[lx]

494

124

54

30

1.58

3.16

4.72

6.30

 

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

15° 30°
E[lx] E[lx]

3254 1236

814 310

382 138

204 78

0.52 0.96

1.06 1.92

1.58 2.88

2.10 3.84

MX 7447-G1...15 MX 7447-G1...30 MX 7447-G1...50

CodeCode Code

LED Driver
 

500mA

350mA

Ø53

Ø53

135 x 46 x 30

135 x 46 x 30

220 x 66 x 38

220 x 66 x 38

EC LED-500mA-12-V1-ER(20)

EC LED-350mA-8-V1-ER(20)

EC LED-SETmA-M20D-Mi-TCI(19)

EC LED-SETmA-M20D-Mi-TCI(19)

8-11W

3.5-7.5W

2-18W

1-13W
TINY COB 6.2W

TINY COB 9.2W

Driving Power 
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

Ø76 
require access panel

Ø76 
require access panel
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XITO
-  Recessed downlight for LED module

-  White die cast aluminium trim

-  Polycarbonate reflector in silver vacuum plating

-  SDCM Step 2, high color temperature stability

-  CRI+95 option

-  Separate order of remote LED driver is available

-  Xicato Vibrant V8/ V95 version available upon request

355°

355°

Ø85

Ø104

Ø104

Ø92

Ø111

Ø111

110

max.110

Ø85Ø92

20°

30°

LED Driver 

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W

Driving Power
Range

XITO 13T8 (9.8W), 13T9 (13.3W)

Matching with
LED Fitting

700mA

700mA, 1-10V Dimmable

Output
Current

Ø76

Cut Hole (mm)

220 x 66 x 38

Wiring Box
Dimension(mm)
(L) x (W) x (H)

 Ordering  
Code 

75

75

Non-adjustable Version

Adjustable Version

27
30
35
40

27
30
35
40

27
30
35
40

27
30
35
40

Code

Code

Code

Code

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

CCT

CCT

CCT

CCT

MX 7328  - 13T8          - G5 -          -  84     

MX 7329  - 13T8          - G5 -          -  84     

MX 7348  - 13T9          - G5 -          -  84     

MX 7349  - 13T9          - G5 -          -  84     

Xicato XTM 9.5W 1300lm 700mA, CRI80+ LED Module

Xicato XTM 9.5W 1300lm 700mA, CRI80+ LED Module

Xicato XTM 13.3W 1300lm 700mA, CRI95+ LED Module

Xicato XTM 13.3W 1300lm 700mA, CRI95+ LED Module

20
40
60

Code

20°
40°
60° 

Beam Angle

20
40
60

Code

20°
40°
60° 

Beam Angle

20
40
60

Code

20°
40°
60° 

Beam Angle

20
40
60

Code

20°
40°
60° 

Beam Angle

h[m]

[m]

1

2

3

4

60°
E[lx]

1236

309

137

77

1.15

2.30

3.45

4.60

 

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

20° 40°
E[lx] E[lx]

3674 1884

919 471

408 209

230 118

0.35 0.73

0.70 1.46

1.05 2.18

1.40 2.91

MX 7328-13T830-G5-20-04 MX 7328-13T830-G5-40-04 MX 7328-13T830-G5-60-04
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B. Spot
-  Recessed downlight for LED Module

-  White die cast aluminium trim

-  Reflector angle available in 11°

-  Polycarbonate Collimator in silver vacuum plating

-  Separate order of remote LED driver is available

MX 7429- G4 -              - 11  -  84

20.3W 700mA 2189lm, CRI80 COB LED

20.3W 700mA 1816lm, CRI90 COB LED

110

110

Ø92

Ø111

Ø85

Ø104

20°

355°

Non-adjustable Version

Adjustable Version

LED Driver 

700mA

700mA, 1-10 Dimmable

Ø68

Ø83

200 x 57 x 41

180 x 75 x 42

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-25D-DJ-TCI(13)

16.5-27W

2-22W
B. Spot

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

h[m]

[m]

1

2

3

4

11°
E[lx]

13287

3321

1467

830

0.19

0.39

0.58

0.77

MX 7429 - G4

20.3W 700mA 2189lm, CRI80 COB LED

20.3W 700mA 1816lm, CRI90 COB LED

Code

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI

MX 7428- G4 -              - 11  -  84

Code

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI



38 Milux LED Collection 7
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Atec XCA
-  Recessed downlight for LED module

-  Polycarbonate reflector in silver vacuum plating

-  Reflector angle available in 16°, 26° and 38°

-  Adjustable and non-adjustable version available

-  Separate order of remote LED driver is available

Non-adjustable Version

Ø92 Ø85

94

Adjustable Version

Ø111 Ø104

94

20°

LED Driver
 

700mA

700mA, 1-10V Dimmable

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W Actec XCA 13CA8 / V8 (9.5W), 

13CA9 / V9(13.3W) 

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Ø76

Cut Hole (mm)

220 x 66 x 38

Wiring Box
Dimension(mm)
(L) x (W) x (H)

 
Ordering  

Code 

MX 7422 - 13CA             - G5 -         -   

Xicato XCA Standard 700mA, 9.5W 1300lm CRI80 LED Module

Xicato XCA Vibrant V8 700mA, 9.5W 1300lm CRI80 LED Module

Xicato XCA Artist 700mA, 13.3W 1300lm CRI95+ LED Module

Xicato XCA Vibrant V95 700mA, 13.3W 1300lm CRI95+ LED Module

8
9

Code Series

 Standard 9.5W
Artist 13.3W

MX 7423 - 13CA             - G5 -         - 

Xicato XCA Standard 700mA, 9.5W 1300lm CRI80 LED Module

Xicato XCA Vibrant V8 700mA, 9.5W 1300lm CRI80 LED Module

Xicato XCA Artist 700mA, 13.3W 1300lm CRI95+ LED Module

Xicato XCA Vibrant V95 700mA, 13.3W 1300lm CRI95+ LED Module

8
9

Code Series

 Standard 9.5W
Artist 13.3W

355°

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

24
50

24°
50°

Code Beam Angle

24
50

24°
50°

Code Beam Angle

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

24° 50°
E[lx] E[lx]

2090 1236

523 309

232 137

131 77

0.43 0.93

0.85 1.87

1.28 2.80

1.70 3.73

MX 7422-13CA830-G5-24 MX 7422-13CA830-G5-50

MX 7423 - 13CAV      30 - G5 -          - 

24
50

24°
50°

Code Beam Angle

8
9

Code Series

Vibrant V8 9.5W
Vibrant V95 13.3W

MX 7422 - 13CAV      30 - G5 -        -  

24
50

24°
50°

Code Beam Angle

8
9

Code Series

Vibrant V8 9.5W
Vibrant V95 13.3W

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Color

80B 80W 10B
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Atec COB
-  Recessed downlight for COB LED

-  Polycarbonate reflector in silver vacuum plating

-  Reflector angle available in 16°, 26°, 38°

-  Adjustable and non-adjustable version available 

-  Seperate order of remote LED driver available

Non-adjustable Version

Ø92 Ø85

91

Adjustable Version

Ø111 Ø104

91

20°

MX 7420 - G5 -             -        -  

MX 7421 - G5 -             -         -  

13.6W 500mA 1917lm, CRI80 COB LED

13.6W 500mA 1590lm, CRI90 COB LED

LED Driver
 

500mA

500mA, 1-10V Dimmable
Ø76220 x 66 x 38

EC LED-500mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W Atec COB 13.6W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

355°

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26° 38°
E[lx] E[lx] E[lx]

4195 2547 1784

1049 637 446

466 283 198

262 159 112

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 7420-G5-830-16 MX 7420-G5-830-26 MX 7420-G5-830-38

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Color

80B 80W 10B

Code

Code

27
30
35
40

27
30
35
40

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

13.6W 500mA 1917lm, CRI80 COB LED

13.6W 500mA 1590lm, CRI90 COB LED
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Recessed Downlight - Accent Lighting

Glee
-  Recessed downlight for COB LED

-  Polycarbonate reflector in vacuum plating

-  Reflector angle available in 16°, 26°, 38°

-  Adjustable and non-adjustable version available 

-  Seperate order of remote LED driver available

Non-adjustable Version

Ø90 Ø83

91

Adjustable Version

Ø101 Ø96

91

18°

ne
w

ne
w

MX 7474 - G5 -             -        -  

MX 7475 - G5 -             -         -  

13.8W 500mA 1663lm, CRI80 COB LED

13.8W 500mA 1375lm, CRI90 COB LED

LED Driver

500mA

500mA, 1-10V Dimmable
Ø76220 x 66 x 38

EC LED-500mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W Glee COB 13.6W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Code

18
23
36

18°
23°
36°

Beam Angle

Code

18
23
36

18°
23°
36°

Beam Angle

355°

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 23° 36°
E[lx] E[lx] E[lx]

4195 2547 1784
1049 637 446

466 283 198

262 159 112

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 7474-G5-830-18 MX 7474-G5-830-23 MX 7474-G5-830-36

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

Code

82
84
86
89

White Trim & Black Reflector
White Trim & Silver Reflector

White Trim & Sandblasted Reflector
White Trim & Rose Gold Reflector

Color

Color

82 84 86 89

Code

Code

27
30
35
40

27
30
35
40

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

13.8W 500mA 1663lm, CRI80 COB LED

13.8W 500mA 1375lm, CRI90 COB LED

Code

82
84
86
89

White Trim & Black Reflector
White Trim & Silver Reflector

White Trim & Sandblasted Reflector
White Trim & Rose Gold Reflector

Color
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TINY COB
-  Recessed downlight for COB LED

-  Reflector angle available in 13°, 25° and 38° 

-  White die cast aluminium body with black anti glare tube

-  Adjustable and non-adjustable version available 

-  Seperate order of remote LED driver available

LED Driver
 

500mA

350mA

Ø53

Ø53

135 x 46 x 30

135 x 46 x 30

220 x 66 x 38

220 x 66 x 38

EC LED-500mA-12-V1-ER(20)

EC LED-350mA-8-V1-ER(20)

EC LED-SETmA-M20D-Mi-TCI(19)

EC LED-SETmA-M20D-Mi-TCI(19)

8-11W

3.5-7.5W

2-18W

1-13W
TINY COB 6.2W

TINY COB 9.2W

Driving Power 
Range

Ordering  
Code 

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

Ø76 
require access panel

Ø76 
require access panel

Non-adjustable Version

Ø62 Ø54

79

Adjustable Version

Ø74 Ø67

79

25°

Code

13
25
38

13°
25°
38°

Beam Angle

Code

13
25
38

13°
25°
38°

Beam Angle

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

13° 25° 38°
E[lx/klm] E[lx/klm] E[lx/klm]

1771 1150 855

443 288 214

197 128 95

111 72 53

0.23 0.44 0.69

0.46 0.89 1.38

0.68 1.33 2.07

0.91 1.77 2.75

MX 7384-G4-...13 MX 7384-G4-...-25 MX 7384-G4-...-38

MX 7384 - G4 -             -         -  84 

MX 7385 - G4 -             -         -  84 

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

6.2W 350mA 785lm CRI80 COB LED

6.2W 350mA 785lm CRI80 COB LED

9.2W 500mA 1056lm CRI80 COB LED

9.2W 500mA 1056lm CRI80 COB LED

6.2W 350mA 650lm CRI90 COB LED

6.2W 350mA 650lm CRI90 COB LED

9.2W 500mA 876lm CRI90 COB LED

9.2W 500mA 876lm CRI90 COB LED



42 Milux LED Collection 7
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88
12

88
12

Code

Code

White Trim & White Body
Black Trim & Black Body 

White Trim & White Body
Black Trim & Black Body 

Color

Color

88

88

12

12

Color

Color

Code

16
26
38

16°
26°
38°

Beam Angle

Gones
-  Recessed downlight for LED Module

-  White die cast aluminium trim

-  Adjustable Beam Angle available

-  Separate order of remote LED driver is available

MX 7404- G5 -              -         - 

137

Ø55

Ø99

Adjustable Version

MX 7403 - G5

MX 7403-G5-830-16

MX 7403 - G5

MX 7403-G5-830-26 MX 7403-G5-830-36

9.1W 350mA 1388lm, CRI80 COB LED

9.1W 350mA 1150lm, CRI90 COB LED

Code

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI

11° 39°

Adjustable beam angle from 11° - 39°

ne
w

9.1W 350mA 1388lm, CRI80 COB LED

9.1W 350mA 1150lm, CRI90 COB LED

137

97

77

Ø99

Ø55

Adjustable Beam Angle Version

MX 7403- G5 -              - 

Code

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI

ne
w

h[m]

[m]

1

2

3

4

16°
E[lx]

3280

820

364

205

0.28

0.56

0.84

1.12

h[m]

[m]

1

2

3

4

26°
E[lx]

1987

497

221

124

0.46

0.92

1.39

1.85

h[m]

[m]

1

2

3

4

38°
E[lx]

1460

365

162

91

0.69

1.38

2.07

2.75

h[m]

[m]

1

2

3

4

11°
E[lx]

2717

6794

302

170

0.21

0.41

0.62

0.82

h[m]

[m]

1

2

3

4

39°
E[lx]

654

163

72

41

0.71

1.42

2.12

2.83

LED Driver
 

Driving Power
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

350mA

350mA, 1-10V Dimmable Ø76

Ø53

220 x 66 x 38

135 x 46 x 30EC LED-350mA-12-V1-ER(20)

EC LED-SETmA-M20D-Mi-TCI(19)

8-11W

1-13W
Gones

Ø91

Ø91

75°

75°

355°

355°
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Recessed Downlight - Accent Lighting

MOVA
-  Recessed downlight for LED Module

-  Die cast aluminium body available in 3 colors

-  Reflector angle available in 16°, 26° and 38° 

-  Seperate order of remote LED driver available

9.1W, 350mA, 1388lm CRI80 COB LED

9.1W, 350mA, 1150lm CRI90 COB LED
45°

LED Driver
 

350mA

350mA, 1-10V Dimmable Ø76

Ø53

220 x 66 x 38

135 x 46 x 30EC LED-350mA-12-V1-ER(20)

EC LED-SETmA-M20D-Mi-TCI(19)

8-11W

1-13W
MOVA 9.1W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Ø96

80

355°

Ø90

84
14
24

Code

White
Black 

Aluminium Grey

Color

84 14 24

Color

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26° 38°
E[lx] E[lx] E[lx]

3280 1987 1460

820 497 365

364 221 162

205 124 91

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 7378-G5-830-16 MX 7378-G5-830-26 MX 7378-G5-830-38

MX 7378 - G5 -             -         -  

Code

16
26
38

16°
26°
38°

Beam AngleCode

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI
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Recessed Downlight - Accent Lighting

Multi Mini Xito
-  Recessed downlight for LED Module

-  Polycarbonate reflector in silver vacuum plating

-  SDCM Step 2, high color temperature stability

-  Metal trim and body in various colors

-  Separate order of remote LED driver available

-  Xicato Vibrant V8/ V95 version available upon request

80B 10B 80W

112x11225°

120

100

120

MX 7481S - 13T8        - G5 -          -      

MX 7481D - 13T8        - G5 -          -      

MX 7481T - 13T8        - G5 -          -      

20
40
60

20
40
60

20
40
60

Code

Code

Code

20°
40°
60° 

Beam Angle

20°
40°
60° 

Beam Angle

20°
40°
60° 

Beam Angle

208x11025°

100

120
218

306x11025°

100

120
316

Code

Code

Code

27
30
35
40

27
30
35
40

27
30
35
40

2700K
3000K
3500K

CCT

2700K
3000K
3500K

CCT

2700K
3000K
3500K

CCT

4000K

4000K

4000K

LED Driver
 

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W

Driving Power
Range

Mulit Mini Xito 13T8 (12W)

Matching with
LED Fitting

700mA

700mA, 1-10V Dimmable

Output
Current

Ø76

Cut Hole (mm)

220 x 66 x 38

Wiring Box
Dimension(mm)
(L) x (W) x (H)

 Ordering  
Code 

Xicato XTM 9.3W 1300lm, 700mA, CRI80+ LED Module

Xicato XTM 9.3W 1300lm, 700mA, CRI80+ LED Module2 X

Xicato XTM 9.3W 1300lm, 700mA, CRI80+ LED Module3 X

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

20° 40° 60°
E[lx] E[lx] E[lx]

3674 1884 1236

919 471 309

408 209 137

230 118 77

0.35 0.73 1.15

0.70 1.46 2.30

1.05 2.18 3.45

1.40 2.91 4.60

MX 7481S-13T8...-20 MX 7481S-13T8...-40 MX 7481S-13T8...-60

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Color
Accessories See Page 99

MX 9974 MX 9975 MX 9976
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Recessed Downlight - Accent Lighting

Multi Mini Xito Trimless
-  Recessed downlight for LED Module

-  Polycarbonate reflector in silver vacuum plating

-  SDCM Step 2, high color temperature stability

-  Metal trim and body in various colors

-  Separate order of remote LED driver available

-  Xicato Vibrant V8/ V95 version available upon request

00B 80W

Color

25°

Trimless Installation Kit 

Trimless Installation Kit 

Trimless Installation Kit 

MX TIK52S   -      

MX TIK52T   -      

MX TIK52D   -      

109x109

102 102

100

MX 7482S  - 13T8          - G5 -          -        

MX 7482T  - 13T8          - G5 -          -        

MX 7482D  - 13T8          - G5 -          -        

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

20
40
60

Code

20°
40°
60° 

Beam Angle

20
40
60

Code

20°
40°
60° 

Beam Angle

20
40
60

Code

20°
40°
60° 

Beam Angle

207x10925°

102200

305x10925°

100

102
298

Code

Code

Code

27
30
35
40

27
30
35
40

27
30
35
40

2700K
3000K
3500K

CCT

2700K
3000K
3500K

CCT

2700K
3000K
3500K

CCT

4000K

4000K

4000K

Xicato XTM 9.3W 1300lm, 700mA, CRI80+ LED Module

Xicato XTM 9.3W 1300lm, 700mA, CRI80+ LED Module2 X

Xicato XTM 9.3W 1300lm, 700mA, CRI80+ LED Module3 X

LED Driver 

EC LED-700mA-20-AC(19)

EC LED-SETmA-M20D-Mi-TCI(19)
2-18W

Driving Power
Range

Multi Mini Xito Trimless 13T8 (9.5W)

Matching with
LED Fitting

700mA

700mA, 1-10V Dimmable

Output
Current

Ø76

Cut Hole (mm)

220 x 66 x 38

Wiring Box
Dimension(mm)
(L) x (W) x (H)

 Ordering  
Code 

100

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

20° 40° 60°
E[lx] E[lx] E[lx]

3674 1884 1236

919 471 309

408 209 137

230 118 77

0.35 0.73 1.15

0.70 1.46 2.30

1.05 2.18 3.45

1.40 2.91 4.60

MX 7482S-13T8...-20 MX 7482S-13T8...-40 MX 7482S-13T8...-60

Accessories See Page 99

MX 9974 MX 9975 MX 9976
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Recessed Downlight - Accent Lighting

Multi Mini Spot COB
-  Recessed downlight for COB LED

-  Polycarbonate reflector in silver vacuum plating

-  Reflector angle available in 11°

-  Metal trim and body in various color

-  Separate order of remote LED driver available

80B 10B 00W

Color

Ø11025°

146

Ø120

208x11025°

146

120218

2 X

2 X

306x11025°

146

120
316

112x11225°

120

146

120

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

MX 7454S - G4 -               - 11 -                

MX 7454D - G4 -               - 11 -                

MX 7454T - G4 -               - 11 -                

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

11°11°
E[lx]E[lx]

1328713287

33213321

14671467

830830

0.190.19

0.390.39

0.580.58

0.770.77

MX 7456 - G4MX 7454S - G4

LED Driver 

700mA

700mA, 1-10 Dimmable

Ø68

Ø83

200 x 57 x 41

180 x 75 x 42

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-25D-DJ-TCI(13)

16.5-27W

2-22W

Multi Mini Spot COB
20.3W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

3 X

3 X

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

Code

27
30
40

2700K
3000K

CCT

4000K

Code

27
30
40

2700K
3000K

CCT

4000K

Code

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI

8
9

80
90

Code CRI

8
9

80
90

Code CRI

MX 7456 - G4 -              - 11 -                

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

ColorCode

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI

Accessories See Page 99

MX 9974 MX 9975 MX 9976
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Recessed Downlight - Accent Lighting

Multi Mini Spot COB Trimless
-  Recessed downlight for COB LED

-  Polycarbonate reflector in silver vacuum plating

-  Reflector angle available in 11°

-  Metal trim and body in various color

-  Separate order of remote LED driver available

25°

Trimless Installation Kit 

Trimless Installation Kit 

Trimless Installation Kit 

MX TIK52S  -      

MX TIK52D  -      

MX TIK52T  -      

97x97

108 102

128

97x17925°

98

98

102

102

128

97x26125°

128

MX 7458S - G4 -              - 11 -  

MX 7458D - G4 -              - 11 -  

MX 7458T - G4 -              - 11 -  

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

h[m]

[m]

1

2

3

4

11°
E[lx]

13287

3321

1467

830

0.19

0.39

0.58

0.77

MX 7458S - G4

LED Driver 

700mA

700mA, 1-10 Dimmable

Ø68

Ø83

200 x 57 x 41

180 x 75 x 42

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-25D-DJ-TCI(13)

16.5-27W

2-22W

Multi Mini Spot COB 
Trimless 20.3W

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

00B 80W

Color

Code

27
30
40

2700K
3000K

CCT

4000K

Code

27
30
40

2700K
3000K

CCT

4000K

Code

27
30
40

2700K
3000K

CCT

4000K

8
9

80
90

Code CRI

8
9

80
90

Code CRI

8
9

80
90

Code CRI

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

2 X

2 X

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

3 X

3 X

20.3W, 700mA, 2189lm, CRI 80 COB LED

20.3W, 700mA, 1816lm, CRI 90 COB LED

Accessories See Page 99

MX 9974 MX 9975 MX 9976
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Recessed Downlight - Accent Lighting

Multi Mini COB AT
-  Recessed downlight for COB LED

-  Polycarbonate reflector in silver vacuum plating

-  Reflector angle available in 16°, 26° and 38° 

-  Metal trim and body in various color

-  Separate order of remote LED driver available

80B 10B 80W

Color

Ø11025°

146

Ø120

208x11025°

146

120218

2 X

3 X

2 X

3 X

306x11025°

146

120316

112x11225°

120

146

120

LED Driver 

700mA

700mA, 1-10V Dimmable

Ø68

Ø83

200 x 57 x 41

180 x 75 x 42

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-M25D-DJ-TCI(13)

16.5-27W

2-22W
1pc 19.9W COB LED

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26° 38°
E[lx] E[lx] E[lx]

5636 3414 2509

1409 854 627

626 379 279

352 213 157

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 7354S-G5-...-16 MX 7354S-G5-...-26 MX 7354S-G5-...-38

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

MX 7354S - G5 -             -         -  

MX 7354D - G5 -             -         -  

MX 7354T - G5 -             -         -  

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

8
9

80
90

Code CRI

MX 7356 - G5 -             -         -  

Code

16
26
38

16°
26°
38°

Beam AngleCode

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI

Code

80B
10B
00W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color

Code

80B
10B
80W

White Trim & Black Body 
Black Trim & Body 
White Trim & Body 

Color
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Recessed Downlight - Accent Lighting

Multi Mini COB Trimless AT
-  Recessed downlight for COB LED

-  Polycarbonate reflector in silver vacuum plating

-  Reflector angle available in 16°, 26° and 38°

-  Metal body in various color

-  Separate order of remote LED driver available

25°

Trimless Installation Kit 

Trimless Installation Kit 

Trimless Installation Kit 

MX TIK52S  -      

MX TIK52D  -      

MX TIK52T  -      

109x109

102 102

146

207x10925°

146

102200

305x10925°

146

102
298

00B

Color

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

LED Driver 

700mA

700mA, 1-10V Dimmable

Ø68

Ø83

200 x 57 x 41

180 x 75 x 42

EC LED-700mA-30-SC-TRI(18)

EC LED-SETmA-M25D-DJ-TCI(13)

16.5-27W

2-22W
1pc 19.9W COB LED

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26° 38°
E[lx] E[lx] E[lx]

5636 3414 2509

1409 854 627

626 379 279

352 213 157

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 7358S-G5-...-16 MX 7358S-G5-...-26 MX 7358S-G5-...-38

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

MX 7358S - G5 -             -         -  

MX 7358D - G5 -             -         -  

MX 7358T - G5 -             -         -  

8
9

80
90

Code CRI

8
9

80
90

Code CRI

8
9

80
90

Code CRI

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

Code

00B
80W

Black Body  
White Body 

Black 
White 

Color Color of Installation Kit

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

2 X

2 X

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

3 X

3 X

19.9W, 700mA, 2564lm CRI80 COB LED

19.9W, 700mA, 2128lm CRI90 COB LED

80W
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Surface Mounted Downlight, Tracklight, Profile System

Milux LED Collection 750

Surface Mounted Downlight, Tracklight, Profile System Index 

Surface Mounted Downlight, Tracklight , Profile System

54

55

56

57

58

59

60

61

62

63

64

65

NOVAS

Cyboxxi

Cybox Mini XCA

Cybox Mini COB

Cybox Sink XCA

Cybox Sink COB

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

CRI 80+, 11.9W (1300lm 48V)
CRI 95+, 16.3W (1300lm, 48V) 

CRI 80+, 9.5W (1300lm 700mA)
CRI 95+, 13.3W (1300lm, 700mA) 

CRI 80+, 6.6W (965lm 500mA)
CRI 95+, 9.2W (965lm, 500mA) 

CRI 80+, 25.7W (3000lm, 1000mA)
CRI 95+, 20W (2000lm, 1000mA)

CRI 80, 13.8W (2395lm, 500mA)
CRI 90, 13.8W (1987lm, 500mA)

CRI 80, 24.5W (4132lm, 850mA)
CRI 90, 24.5W (3440lm, 850mA)

CRI 80, 9.1W (1388lm, 350mA)
CRI 90, 9.1W (1150lm, 350mA)

CRI 80, 9.1W (1388lm, 350mA)
CRI 90, 9.1W (1150lm, 350mA)

CRI 80, 9.1W (1388lm, 350mA)
CRI 90, 9.1W (1150lm, 350mA)

CRI 80, 18.3W (3043lm, 650mA)
CRI 90, 18.3W (2517lm, 650mA)

Armbox IB

Mini Armbox

Mini IB

Rela

Tubled

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details 20W (2000lm)

Diameter / Height PageSeries Module FeaturePower Option
W (lm, mA)

CCT Option
2700K    3000K    3500K    4000K    6000K

Club Ø105, H142 CRI 80+, 9.5W (1300lm, 700mA) 66

CRI 80, 13.8W (2395lm, 500mA)
CRI 90, 13.8W (1987lm, 500mA)Tracbox COB IB see catalogue details
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Surface Mounted Downlight, Tracklight, Profile SystemSurface Mounted Downlight, Tracklight

TIMOS SF

S-Extal G2

P-Bar G2

LEDStrip Pro

P-Bar Lite

LEDStrip

LEDStrip

Ø151, H186

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

12.5W (1100lm) 
28W (2000lm) 
43W (3000lm)

13W (1400lm, 700mA) 
19W (2100lm, 1050mA) 
25W (2800lm, 1400mA)

12x2.2W (2364lm, 700mA)
24x2.2W (4728lm, 1400mA)

9x2.2W (1683lm, 700mA)
18x2.2W (3366lm, 1400mA)

1000mm 13.2W (1260lm, 24V)

1000mm 13.2W (1260lm, 24V)

530mm 6.6W (630lm, 24V)
1030mm 13.2W (1260lm, 24V)

530mm 6.6W (630lm, 24V)
1030mm 13.2W (1260lm, 24V)

DIP see catalogue details

11.3W (1940lm, 350mA
16.5W (2745lm, 500mA)
23W (3900lm, 700mA)

33.3W (5490lm, 1000mA)

LEDStrip Pro Corner

CRI 80+, 8.2W( 965lm, 500mA) 
CRI 95+, 10.9W (965lm, 500mA)

S 126x126, D 126x224
T 126x322, H130

Multi Box Mini AT XCA

9.3W (1207lm, 350mA)
S 126x126, D 126x224

T 126x322, H130
Multi Box Mini COB AT

Diameter / Height PageSeries Module FeaturePower Option
W (lm, mA)

CCT Option
2700K    3000K    3500K    4000K    6000K

P-Wash

P-Wash Lite

Ø151, H186

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

11.3W (1100lm) 
18.8W (2000lm) 
30.4W (3000lm)

13W (1400lm, 700mA) 
19W (2100lm, 1050mA) 
25W (2800lm, 1400mA)

13W (1400lm, 700mA) 
19W (2100lm, 1050mA) 
25W (2800lm, 1400mA)

15x1.2W (2625lm, 24V)
30x1.2W (5280lm, 24V)

12x1.35W (2100lm, 24V)
24x1.35W (4200lm, 24V)

CRI 80, 9.1W (1388lm, 350mA)
CRI 90, 9.1W (1150lm, 350mA)

6.6W (965lm, 500mA)
9.2W (965lm, 500mA)

11.3W (2043lm, 350mA)
16.2W (2929lm, 500mA)
23W (4086lm, 700mA)

32.4W (5858lm, 1000mA)

11.3W (2043lm, 350mA
16.2W (2929lm, 500mA)
23W (4086lm, 700mA)

32.4W (5858lm, 1000mA)

11.3W (2043lm, 350mA
16.2W (2929lm, 500mA)
23W (4086lm, 700mA)

32.4W (5858lm, 1000mA)

11.3W (2043lm, 350mA)
16.2W (2929lm, 500mA)
23W (4086lm, 700mA)

32.4W (5858lm, 1000mA)

11.3W (2043lm, 350mA)
16.2W (2929lm, 500mA)
23W (4086lm, 700mA)

32.4W (5858lm, 1000mA)

S-Extal

M-Extal

S 126x126, D 126x224
T 126x322, H130

TIMOS SF

S 126x126, D 126x224
T 126x322, H130

Multi Box Mini XCA AT

Diameter / Height PageSeries Module FeaturePower Option
W (lm, mA)

CCT Option
2700K    3000K    3500K    4000K    6000K

Multi Box Mini COB AT

DIP
(Diffuser Version)

DIP
(Diffuser with Air Slot Version)

DIP
(Micro Film with 
Air Slot Version)

DIP
(Diffuser Version)

DIP
(Metal Mesh Hole with 
Air Slot Version)
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67

68

69

70

71

72

73

75

74

77

78

79

see catalogue details 76

11.3W (2043lm, 350mA)
16.2W (2929lm, 500mA)
23W (4086lm, 700mA)

32.4W (5858lm, 1000mA)

DIP
(Metal Mesh Hole Version)
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Surface Mounted Downlight, Tracklight, Profile System

Xicato XIM
Xicato XIM, the intelligent LED module with integrated driver, 
delivers perfectly choreographed dimming, unmatched 
color consistency, remarkable color rendering and a duet of 

source sizes that make any space perform to its fullest. With smoother and deeper 
dimming, Xicato XIM out-performs systems with high-end standalone LED drivers.

Xicato LED module employs Corrected Cold 
Phosphor Technology that delivers sustained 
and high quality light from LEDs.  In terms of 
color consistency, only Xicato in the market 
can commits every module lies within a 1x2 
MacAdam Ellipse around the color point on the 
black body locus.

With the experienced product designer from 
MILUX, the Xicato LED module can be sure 
to operate in a platform with perfect heat 
management and best optical performance for 
your environment.

Special design track adaptor 
applied in NOVAS for DALI or 

1-10V signal.

Special Design 
Track Adaptor

Corrected Cold 
Phosphor Technology

Novas
Powered by Xicato XIM
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Surface Mounted Downlight, Tracklight, Profile System

DALI Track Accessory

AP VTD431 -       -        

AP VT0433 - L (Left)      

AP VT0433 - R (Right)      

AP VT0432 - B (Black)     

AP VT0410- B (Black)     

AP VT0420- B (Black)     

AP VT0410- W (White)     

AP VT0420- W (White)     

AP VT0432 - W (White)     

EC LED-48V-200-MW(34)
- 48V DC 200W Electronic trans 
  former, provide with wiring box
- Other power output of 48V DC  
  transformer is available on request

Code Type

L
R

Left
Right

Code Color

B
W

Black
White

1000mm Surface Mounted Track Live-End Connector

2000mm Surface Mounted Track

End Cap

48V DC Transformer

Straight Jointer

35.2

35.5

98.5

68

51.8

65

35.2

20.5

31.3

35.2

290

133

46

DALI Control OR 1-10V Dimming

Max 600W in 25 
Meters Track

Connect to 48V DC Transformer
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Surface Mounted Downlight, Tracklight, Profile System

DALI Version

NOVAS
-  Tracklight with 3-phase adaptor for LED module

-  Cool phosphor technology

-  Reflector angle available in 20°, 40° and 60° 

-  Aluminium body available in 2 colors

-  Surface mounted version available upon request

-  Xicato Vibrant V8 / V95 version available upon request

- Separate order of remote 48V driver is available

1-10V Version

MX 6370 - 13I              -         -   

MX 6371 - 13ID             -          -   

MX 6370 - 20I8          -          -  

MX 6371 - 20ID8         -          -  

Xicato XIM Standard 1-10V 11.9W,1300lm 48V CRI 80+ LED Module

Xicato XIM Standard DALI 11.9W,1300lm 48V CRI 80+ LED Module

27
30
35
40

27
30
35
40

27
30
35
40

27
30
35
40

Code

Code

Code

Code

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

CCT

CCT

CCT

CCT

20
40
60

20
40
60

20
40
60

20°
40°
60°

20°
40°
60°

20°
40°
60°

Code

Code

Code

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

Beam Angle

Beam Angle

Beam Angle

Xicato XIM Artist 1-10V 16.3W,1300lm 48V CRI 95+ LED Module

Xicato XIM Artist DALI 16.3W,1300lm 48V CRI 95+ LED Module

Xicato XIM Standard 1-10V 18.1W, 2000lm 48V CRI 80+ LED Module

Xicato XIM Standard DALI 18.1W, 2000lm 48V CRI 80+ LED Module

8
9

8
9

Code

Code

Series

Series

 Standard 11.9W
Artist 16.3W

 Standard 11.9W
Artist 16.3W

20
40
60

20°
40°
60°

Code Beam Angle

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

20° 40° 60°
E[lx/klm] E[lx/klm] E[lx/klm]

2826 1449 950

707 362 238

314 161 106

177 91 59

0.35 0.73 1.15

0.70 1.46 2.30

1.05 2.18 3.45

1.40 2.91 4.60

MX 6371-...-20 MX 6371- ... -40 MX 6371- ... - 60

Accessories See Page 99

MX 9974 MX 9975 MX 997680 10

Ø90

Ø90

126

126

max. 167

max. 167

max. 157

max. 157

Color
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Surface Mounted Downlight, Tracklight, Profile System

Cyboxxi
-  Tracklight with 3-phase adaptor for LED module

-  Cool phosphor technology

-  Reflector angle available in 20°, 40° and 60°

-  Aluminium body available in 2 colors

-  Surface mounted version available upon request 

-  Integrated LED driver

-  Xicato standard / V8 2000lm version available upon request

80 10

Color

Vertical Gear Box Version

MX 6313 - 13T              - G5 -         -   

Xicato XTM Standard 9.5W,1300lm 700mA CRI 80+ LED Module, Integrated driver

Xicato XTM Vibrant V8 9.5W,1300lm 700mA CRI 80+ LED Module, Integrated driver

20
40
60

20°
40°
60°

Code Beam Angle

Xicato XTM Artist 13.3W,1300lm 700mA CRI 95+ LED Module, Integrated driver

Xicato XTM Vibrant V95 13.3W,1300lm 700mA CRI 95+ LED Module, Integrated driver

8
9

Code Series

 Standard 9.5W
Artist 13.3W

Ø90

119

193

209

Horizontal Gear Box Version

MX 6314 - 13T               - G5 -         -   

MX 6314 - 13TV      30 - G5 -        -  

Xicato XTM Vibrant V8 9.5W,1300lm 700mA CRI 80+ LED Module, Integrated driver

Xicato XTM Standard 9.5W,1300lm 700mA CRI 80+ LED Module, Integrated driver

20
40
60

20°
40°
60°

Code Beam Angle

Xicato XTM Vibrant V95 13.3W,1300lm 700mA CRI 95+ LED Module, Integrated driver

Xicato XTM Artist 13.3W,1300lm 700mA CRI 95+ LED Module, Integrated driver

8
9

8
9

Code

Code

Series

Series

 Standard 9.5W
Artist 13.3W

Vibrant V8 9.5W
Vibrant V95 13.3W

Ø90

119

250

161

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

20° 40° 60°
E[lx] E[lx] E[lx]

3674 1884 1236

919 471 309

408 209 137

230 118 77

0.35 0.73 1.15

0.70 1.46 2.30

1.05 2.18 3.45

1.40 2.91 4.60

MX 6314-13T...-20 MX 6314-13T...-40 MX 6314-13T...-60

MX 6313 - 13TV      30 - G5 -        -  

8
9

Code Series

Vibrant V8 9.5W
Vibrant V95 13.3W

Accessories See Page 99

MX 9974 MX 9975 MX 9976

20
40
60

20°
40°
60°

Code Beam Angle

20
40
60

20°
40°
60°

Code Beam Angle

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color
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Surface Mounted Downlight, Tracklight, Profile System

Cybox Mini XCA
-  Tracklight with 3-phase adaptor for LED module

-  Reflector angle available in 24° and 50° 

-  Aluminium body available in 2 colors

-  Surface mounted version available upon request 

-  Integrated LED driver

Vertical Gear Box Version

Horizontal Gear Box Version

MX 6347 - 13CA             - G5 -         - 

MX 6348 - 13CA             - G5 -         -    

MX 6348 - 13CAV      30 - G5 -          - 

Xicato XCA Standard 500mA, 6.6W 965lm LED Module

Xicato XCA Standard 500mA, 6.6W 965lm LED Module

Xicato XCA Vibrant V8 500mA, 6.6W 965lm LED Module

Xicato XCA Vibrant V8 500mA, 6.6W 965lm LED Module

24
50

24
50

24
50

24°
50°

24°
50°

24°
50°

Code

Code

Code

Beam Angle

Beam Angle

Beam Angle

Xicato XCA Artist 500mA, 9.2W 965lm LED Module

Xicato XCA Artist 500mA, 9.2W 965lm LED Module

Xicato XCA Vibrant V95 500mA, 9.2W 965lm LED Module

Xicato XCA Vibrant V95 500mA, 9.2W 965lm LED Module

8
9

8
9

8
9

Code

Code

Code

Series

Series

Series

 Standard 6.6W
Artist 9.2W

 Standard 6.6W
Artist 9.2W

Vibrant V8 6.6W
Vibrant V95 9.2W

157

136
Ø76

Ø76

140

210

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

24° 50°
E[lx] E[lx]

1552 917

388 229

172 102

97  57

0.43 0.93

0.85 1.87

1.28 2.80

1.70 3.73

MX 6347-13CA30...-24 MX 6347-13CA30...-50

MX 6347 - 13CAV      30 - G5 -         - 

24
50

24°
50°

Code Beam Angle

8
9

Code Series

Vibrant V8 6.6W
Vibrant V95 9.2W

80 10

Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color
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Surface Mounted Downlight, Tracklight, Profile System

Cybox Mini COB
-  Tracklight with 3-phase adaptor for COB LED module

-  Reflector angle available in 16°, 26° and 38°

-  Aluminium body available in 2 colors 

-  Surface mounted version available upon request 

-  Integrated LED driver 

Vertical Gear Box Version

Horizontal Gear Box Version

153

136
Ø76

136

210 Ø76

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26° 38°
E[lx] E[lx] E[lx]

3280 1987 1460

820 497 365

364 221 162

205 124 91

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 6317-G5-830-16 MX 6317-G5-830-26 MX 6317-G5-830-38

MX 6317 - G5 -             -          -   

MX 6318 - G5 -             -          -   

9.1W 350mA 1388lm, CRI80 COB LED

9.1W 350mA 1150lm, CRI90 COB LED

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

Code

27
30
35
40

27
30
35
40

2700K
3000K

2700K
3000K

CCT

CCT

3500K

3500K

4000K

4000K

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80 10

Color

9.1W 350mA 1388lm, CRI80 COB LED

9.1W 350mA 1150lm, CRI90 COB LED
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Surface Mounted Downlight, Tracklight, Profile System

Cybox Sink XCA
-  Tracklight with 3-phase adaptor for COB LED module

-  Reflector angle available in 18°, 28° and 42° 

-  Die cast aluminium body available in 2 colors 

-  Surface mounted version available upon request 

-  Integrated LED driver 

190

155Ø90

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx] E[lx]

8175 6380 3484

2044 1595 871

908 709 387

511 399 218

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6377-30CA...-18 MX 6377-30CA...-28 MX 6377-30CA...-42

Accessories See Page 99

MX 9974 MX 9975 MX 9976

Xicato XCA Standard 1000mA, 25.7W 3000lm CRI80+ LED Module, Integrated Driver

Xicato XCA Artist 1000mA, 20W 2000lm CRI95+ LED Module, Integrated Driver

Xicato XCA Vibrant V8 1000mA, 25.7W 3000lm CRI80+ LED Module, Integrated Driver

MX 6377 - 30CA8         - G5 -         -

MX 6377 - 20CA9         - G5 -         - 

MX 6377 - 30CAV830 - G5 -         - 

27
30
35
40

27
30
35
40

Code

Code

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

CCT

CCT

18
28
42 

18°
28°
42° 

Code Beam Angle

18
28
42 

18°
28°
42° 

Code Beam Angle

18
28
42 

18°
28°
42° 

Code Beam Angle

Xicato XCA Vibrant V95 1000mA, 20W 2000lm CRI95+ LED Module, Integrated Driver

MX 6377 - 20CAV930 - G5 -         - 

18
28
42 

18°
28°
42° 

Code Beam Angle

80 10

Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color
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Surface Mounted Downlight, Tracklight, Profile System

Cybox Sink COB
-  Tracklight with 3-phase adaptor for COB LED module

-  Reflector angle available in 18°, 28° and 42° 

-  Die cast aluminium body available in 2 colors 

-  Surface mounted version available upon request 

-  Integrated LED driver 

Vertical Gear Box 2000lm Version

Vertical Gear Box 2800lm Version

Horizontal Gear Box 2000lm Version

186

155Ø90

96

91

Ø90

190

155Ø90

18
28
42 

18°
28°
42° 

Code Beam Angle

18
28
42 

18°
28°
42° 

Code Beam Angle

18
28
42 

18°
28°
42° 

Code Beam Angle

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx]                   E[lx]

6105 4764 2602

1526 1191 651

678 529 289

382 298 163

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6366-G5-830-18 MX 6366-G5-830-28 MX 6366-G5-830-42

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx] E[lx]

8175 6380 3484

2044 1595 871

908 709 387

511 399 218

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6367-G5-830-18 MX 6367-G5-830-28 MX 6367-G5-830-42

Accessories See Page 99

MX 9974 MX 9975 MX 9976

MX 6365 - G5 -             -          -    

MX 6366 - G5 -             -          -   

MX 6367 - G5 -             -          -   

13.8W 500mA 2395lm, CRI80 COB LED, Intergrated driver

13.8W 500mA 2395lm, CRI80 COB LED, Intergrated driver

13.8W 500mA 1987lm, CRI90 COB LED, Intergrated driver

13.8W 500mA 1987lm, CRI90 COB LED, Intergrated driver

19.8W 700mA 3256lm, CRI 80 COB LED, Intergrated driver

19.8W 700mA 2700lm, CRI 90 COB LED, Intergrated driver

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

8
9

80
90

8
9

80
90

Code

Code

Code

CRI

CRI

CRI

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

80 10

Color
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Surface Mounted Downlight, Tracklight, Profile System

Armbox IB
-  Tracklight with 3-phase adaptor for COB LED Module 

-  Reflector angle available in 11°, 18°, 28° and 42° 

-  Aluminium body available in 2 colors

-  Integrated LED driver

ne
w

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx] E[lx]

10102 7975 4271

2526 1994 1068

1122 886 474

631 498 267

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6385-G5-830-18 MX 6385-G5-830-28 MX 6385-G5-830-42

Accessories See Page 99

MX 9974 MX 9975 MX 9976

18
28
42 

18°
28°
42° 

Code Beam Angle

MX 6385 - G5 -             -         -   

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI

24.5W 850mA 4132lm  COB LED Module, CRI80 Integrated Driver

24.5W 850mA 3440lm  COB LED Module, CRI90 Integrated Driver

80 10

Color

80
10

White
Black

Code Color

MX 6386- G4 -              - 11  -  

20.3W 700mA 2189lm, COB Module, CRI80 Integrated Driver

20.3W 700mA 1816lm, COB Module, CRI90 Integrated Driver

h[m]

[m]

1

2

3

4

11°
E[lx]

13287

3321

1467

830

0.19

0.39

0.58

0.77

MX 6386 - G4

18°, 28°, 42° Version

Narrow Spot 11° Version
ne

w

8
9

80
90

Code CRI Code

27
30
40

2700K
3000K

CCT

4000K

80
10

White
Black

Code Color

max.216

max.216

max.198

max.198

Ø74

Ø74

130

130

33

33
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Surface Mounted Downlight, Tracklight, Profile System

Tracbox COB IB
-  Tracklight with 3-phase adaptor for COB LED Module 

-  Reflector angle available in 18°, 28° and 42° 

-  Aluminium body available in 2 colors

-  Integrated LED driver

 

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx] E[lx]

6105 4764 2602

1526 1191 651

678 529 289

382 298 163

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6373-G5-830-18 MX 6373-G5-830-28 MX 6373-G5-830-42

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx] E[lx] 

8175 6380 3484

2044 1595 871

908 709 387

511 399 218

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6374-G5-830-18 MX 6374-G5-830-28 MX 6374-G5-830-42

Accessories See Page 99

MX 9974 MX 9975 MX 9976

18
28
42 

18°
28°
42° 

Code Beam Angle

18
28
42 

18°
28°
42° 

Code Beam Angle

MX 6373 - G5 -             -         -   

MX 6374 - G5 -             -         -   

13.8W 500mA 2395lm, CRI80 COB LED, Intergrated driver

19.8W 700mA 3256lm, CRI80 COB LED, Intergrated driver

13.8W 500mA 1987lm, CRI90 COB LED, Intergrated driver

19.8W 700mA 2700lm, CRI90 COB LED, Intergrated driver

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

8
9

80
90

Code

Code

CRI

CRI

80 10

Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

ne
w

max.165

max.198

Ø90

82

35



62 Milux LED Collection 7

Surface Mounted Downlight, Tracklight, Profile System

Mini Armbox
-  Tracklight with single-phase adaptor for COB LED Module 

-  Reflector angle available in 16°, 26° and 38°, adjsutable beam angle

-  Aluminium body available in 2 colors

-  Integrated LED driver

max. 130

max. 135

max. 37

97

Ø55

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26°

11°

38°

39°

E[lx] E[lx]

E[lx]

E[lx]

E[lx]

3280 1987

2717

1460

654

820 497

6794

365

163

364 221

302

162

72

205 124

170

91

41

0.28 0.46

0.21

0.69

0.71

0.56 0.92

0.41

1.38

1.42

0.84 1.39

0.62

2.07

2.12

1.12 1.85

0.82

2.75

2.83

MX 6384-G5-830-16 MX 6384-G5-830-26

MX 6383-G5-830

MX 6384-G5-830-38

MX 6383-G5-830

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

90°

80 10

Color

355°

Adjustable Beam Angle Version

9.1W 350mA 1388lm  CRI80 COB LED, Intergrated driver

9.1W 350mA 1150lm  CRI90 COB LED, Intergrated driver

MX 6383- G5 -              - 11  -  

8
9

80
90

Code CRI Code

27
30
35
40

2700K
3000K
3500K
4000K

CCT

80
10

White
Black

Code Color

max. 161

max. 135

max. 77

77

Ø55

65°

MX 6384 - G5 -             -         -   

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI

9.1W 350mA 1388lm  CRI80 COB LED, Intergrated driver

9.1W 350mA 1150lm  CRI90 COB LED, Intergrated driver

16
26
38

16°
26°
38° 

Code Beam Angle

00
10

White
Black

Code Color

80 10

Color

ne
w

11° 39°

Adjustable beam angle from 11° - 39°
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Surface Mounted Downlight, Tracklight, Profile System

Mini IB
-  Tracklight with 3-phase adaptor for COB LED Module 

-  Reflector angle available in 18°, 26° and 38° 

-  Aluminium body available in 2 colors

-  Integrated LED driver

ne
w

MX 6401-G5-830-18 MX 6401-G5-830-28 MX 6401-G5-830-42

Accessories See Page 99

MX 9974 MX 9975 MX 9976

16
26
38

18°
26°
42° 

Code Beam Angle

MX 6401 - G5 -             -         -   

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI

9.1W 350mA 1388lm, COB Module, CRI80 Intergrated driver

9.1W 350mA 1150lm, COB Module, CRI90 Intergrated driver

80 10

Color

80
10

White
Black

Code Color

MX 6402 - G4 -              - 11  -  

6.8W 350mA 680lm, COB Module, CRI80 Intergrated driver

6.8W 350mA 564lm, COB Module, CRI90 Intergrated driver

MX 6402 - G4

18°, 26°, 38° version

Narrow Spot 11° version
ne

w

8
9

80
90

Code CRI Code

27
30
40

2700K
3000K

CCT

4000K

80
10

White
Black

Code Color

h[m]

[m]

1

2

3

4

38°
E[lx]

1383

346

153

86

0.69

1.38

2.07

2.75

h[m]

[m]

1

2

3

4

16°
E[lx]

3130

782

347

195

0.28

0.56

0.84

1.12

h[m]

[m]

1

2

3

4

26°
E[lx]

1896

473

210

118

0.46

0.92

1.39

1.85

max.125

max.225

Ø54

95

33

355° 90°

max.125

max.225

Ø54

95

33

355° 90°

h[m]

[m]

1

2

3

4

11°
E[lx]

4364

1091

484

273

0.19

0.39

0.58

0.77
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Surface Mounted Downlight, Tracklight, Profile System

Rela
-  Tracklight with 3-phase adaptor for COB LED Module 

-  Reflector angle available in 11°, 18°, 28° and 42° 

-  Aluminium body available in 2 colors

-  Integrated LED driver

153

max. 225

max. 210
max. 150

Ø74

153

max. 225

max. 210
max. 150

Ø74

ne
w

ne
w

Narrow Spot 11° Version

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

18° 28° 42°
E[lx] E[lx] E[lx]

11479 9062 4854

2870 2266 1214

1275 1007 539

717 566 303

0.32 0.50 0.77

0.63 1.00 1.54

0.95 1.50 2.30

1.27 1.99 3.07

MX 6352-G5-830-18 MX 6352-G5-830-28 MX 6352-G5-830-42

h[m]

[m]

1

2

3

4

11°
E[lx]

13287

3321

1467

830

0.19

0.39

0.58

0.77

MX 6353 - G4

Accessories See Page 99

MX 9974 MX 9975 MX 9976

18
28
42 

18°
28°
42° 

Code Beam Angle

MX 6352 - G5 -             -         -   

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI

18.3W 650mA 3043lm  COB LED Module, CRI80 Integrated Driver

18.7W 650mA 2040lm  COB LED Module, CRI80 Integrated Driver

18.3W 650mA 2517lm  COB LED Module, CRI90 Integrated Driver

18.7W 650mA 1670lm  COB LED Module, CRI90 Integrated Driver

80
10

White
Black

Code Color

18°, 28°, 42° Version

MX 6353- G4 -              - 11  -  

8
9

80
90

Code CRI Code

27
30
40

2700K
3000K

CCT

4000K

80
10

White
Black

Code Color

80 10

Color

355°

355°

90°

90°
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Surface Mounted Downlight, Tracklight, Profile System

Tubled
-  Tracklight with 3-phase adaptor for LED module

-  Reflector angle available in 25° and 38° 

-  Aluminium body available in 2 colors 

-  Surface mounted version available upon request 

-  Integrated LED driver 

20W 2000lm, OSRAM LED Module, Integrated driver

830
840

Code

3000K
4000K

CCT

180

max. 265

MX 6351 - G2 -              -           -    

25
38

Code

25°
38°

Beam Angle

Ø125

 Accessories See Page 99

MX 9914 MX 9915 MX 9916

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

25° 38°
E[lx] E[lx]

5150 3650

1288 913

572 406

327 228

0.44 0.69

0.89 1.38

1.33 2.07

1.77 2.75

MX 6351-...-25 MX 6351-...-38

80
10

White
Black

Code Color

80 10

Color
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Surface Mounted Downlight, Tracklight, Profile System

 Club
-  Surface mounted for LED Module

- Adjustable and non-adjustable version 

-  White die cast aluminium trim

-  99.9% high purity aluminium reflector

-  SDCM Step 2, high color temperature stability

-  Xicato Vibrant V8/ V95 version available upon request 

-  Integrated LED driver

Adjustable Version

Non-Adjustable Version

142

142

Ø105

Ø105

80 10

Color

80
10

White
Black

Code Color

80
10

White
Black

Code Color

27
30
35
40

27
30
35
40

Code

Code

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

CCT

CCT

MX 7441  - 13T8          - G5 -         - 

MX 7442  - 13T8          - G5 -         -

20
40
60

Code

20°
40°
60° 

Beam Angle

20
40
60

Code

20°
40°
60° 

Beam Angle

Xicato XTM 9.5W 1300lm, 700mA, CRI80+ LED Module

Xicato XTM 9.5W 1300lm, 700mA, CRI80+ LED Module

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

20° 40° 60°
E[lx] E[lx] E[lx]

3674 1884 1236

919 471 309

408 209 137

230 118 77

0.35 0.73 1.15

0.70 1.46 2.30

1.05 2.18 3.45

1.40 2.91 4.60

MX 7441-13T8...-20 MX 7441-13T8...-40 MX 7441-13T8...-60

355° 20°
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Surface Mounted Downlight, Tracklight, Profile System

TIMOS SF
-  Surface mounted for LED Module 

-  White metal body and black aluminium body

-  99.9% high purity aluminium reflector

1100lm Version

830
840

830
840

830
840

3000K
4000K

3000K
4000K

3000K
4000K

Code

Code

Code

CCT

CCT

CCT

MX 7338 - G3 -               -   

MX 7339 - G3 -               -   

MX 7340 - G3 -               -   

11.3W 1100lm  LED Module from OSRAM

2000lm Version

3000lm Version

18.8W 2000lm  LED Module from OSRAM

30.4 W 3000lm  LED Module from OSRAM

186

Ø151

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

52° 52° 52°
E[lx] E[lx] E[lx]

1214 2208 3312

304 552 828

135 245 368

76 138 207

0.98 0.98 0.98

1.98 1.98 1.98

2.94 2.94 2.94

3.92 3.92 3.92

MX 7338-G3-830 MX 7339-G3-830 MX 7340-G3-83084 14

Color

84
14

White
Black

Code Color

84
14

White
Black

Code Color

84
14

White
Black

Code Color
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Surface Mounted Downlight, Tracklight, Profile System

Multi Box Mini XCA AT

MX 7434S - 13CA              - G5 -         -  

MX 7434D - 13CA              - G5 -        -  

MX 7434T - 13CA              - G5 -        -  

Xicato XCA Standard 500mA, 6.6W 965lm LED Module, Integrated driver

Xicato XCA Standard 500mA, 6.6W 965lm LED Module, Integrated driver

Xicato XCA Standard 500mA, 6.6W 965lm LED Module, Integrated driver

24
50

24
50

24
50

24°
50°

24°
50°

24°
50°

Code

Code

Code

Beam Angle

Beam Angle

Beam Angle

Xicato XCA Artist 500mA, 9.2W 965lm LED Module, Integrated driver

Xicato XCA Artist 500mA, 9.2W 965lm LED Module, Integrated driver

Xicato XCA Artist 500mA, 9.2W 965lm LED Module, Integrated driver

8
9

8
9

8
9

Code

Code

Code

Series

Series

Series

 Standard 6.6W
Artist 9.2W

 Standard 6.6W
Artist 9.2W

 Standard 6.6W
Artist 9.2W

130

126 126

25°

25°

25°

130

126 224

126

322

130

-  Surface mounted downlight for LED module

-  Reflector angle available in 24° and 50°

-  Aliminium housing, metal body available in different colors 

-  Possible tilt adjustment

-  Integrated LED driver

-  Xicato Vibrant V8 / V95 version available upon request

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

27
30
35
40

Code

2700K
3000K
3500K
4000K

CCT

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

24° 50°
E[lx] E[lx]

1552 917

388 229

172 102

97  57

0.43 0.93

0.85 1.87

1.28 2.80

1.70 3.73

MX 7434S-13CA...-24 MX 7434S-13CA...-50

2 X

2 X

3 X

3 X

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 995580B 10B 80W

Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color
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Surface Mounted Downlight, Tracklight, Profile System

Multi Box Mini COB AT
-  Surface mounted downlight for COB module

-  Reflector angle available in 16°, 26° and 38°

-  Aliminium housing, metal body available in different colors

-  Possible tilt adjustment

-  Integrated LED driver

130

126 126

25°

130

126 224

25°

2 X

3 X

2 X

3 X
126

322

25°

130

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

16° 26° 38°
E[lx] E[lx] E[lx]

3280 1987 1460

820 497 365

364 221 162

205 124 91

0.28 0.46 0.69

0.56 0.92 1.38

0.84 1.39 2.07

1.12 1.85 2.75

MX 7334S-G5-830-16 MX 7334S-G5-830-26 MX 7334S-G5-830-38

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

9.1W, 350mA, 1388lm CRI80 COB LED

9.1W, 350mA, 1388lm CRI80 COB LED

9.1W, 350mA, 1388lm CRI80 COB LED

9.1W, 350mA, 1150lm CRI90 COB LED

9.1W, 350mA, 1150lm CRI90 COB LED

9.1W, 350mA, 1150lm CRI90 COB LED

MX 7334S - G5 -             -         -  

MX 7334D - G5 -             -         -  

MX 7334T - G5 -             -         -  

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

16
26
38

16°
26°
38°

Beam Angle

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

Code

27
30
35
40

2700K
3000K

CCT

3500K
4000K

8
9

80
90

Code CRI

8
9

80
90

Code CRI

8
9

80
90

Code CRI

80B 10B 80W

Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color

80B
10B
80W

White Housing & Black Body
Black Housing & Body
White Housing & Body

Code Color
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Surface Mounted Downlight, Tracklight, Profile System

P-Wash
-  High Power LED wall washer

-  Extrusion aluminium body 

-  10° x 35° beam angle

-  3 CCT options

-  Provided with adjustable mounting clip

-  Seperate order of remote driver is available  

160°

49

55

max. 80

49

Adjustable Mounting Clip (included)

35

55

30

L

30 37

max. 99

80 10

 Color

LED Driver
 

24V DC Ø110350 x 100 x 40EC LED-24V-120-PH(24) 96W MX 6328

Maximum Driving
Power

Ordering  
Code 

Matching with
LED Fitting

Output
Voltage

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

Code

80
10

White
Black

Color

MX 6328 - G3 - 15 - 600 -              -

600mm, 15 x 1.2W LED, 20.5W, 24V 2625lm

827
830
840

Code

2700K
3000K
4000K

CCT

Code

80
10

White
Black

Color

MX 6328 - G3 - 30 - 1200 -              -

1200mm, 30 x 1.2W LED, 41W, 24V 5280lm

827
830
840

Code

2700K
3000K
4000K

CCT

600mm version

1200mm version
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Surface Mounted Downlight, Tracklight, Profile System

P-Wash Lite
-  High Power LED wall washer

-  Extrusion aluminium body 

-  30° x 65° beam angle

-  3 CCT option

-  Provided with non-adjustable mounting clip

-  Seperate order of remote driver is available  

Code

80
10

White
Black

Color

MX 6329 - G3 - 12 - 600 -              -

600mm, 12 x 1.35W LED, 16.2W, 24V 2100lm

827
830
840

Code

2700K
3000K
4000K

CCT

29

29

33

45

25

Non- adjustable Mounting Clip (included)

27

27

LED Driver
 

24V DC Ø110350 x 100 x 40EC LED-24V-120-PH(24) 96W MX 6329

Maximum Driving
Power

Ordering  
Code 

Matching with
LED Fitting

Output
Voltage

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

 

33

27

L

40

40

34

34

23

Accessory

MX 3911
Adjustable Mounting Clip

max. 55

max. 55

 1
20

° 

80 10

 Color

Code

80
10

White
Black

Color

MX 6329 - G3 - 24 - 1200 -              -

1200mm, 24 x 1.35W LED, 32.4W, 24V 4200lm

827
830
840

Code

2700K
3000K
4000K

CCT

600mm version

1200mm version
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Surface Mounted Downlight, Tracklight, Profile System

DIP (Diffuser Version)

-  Direct and indirect lighting concept, soft lighting effect for office setting

-  CRI80, 3000K/ 4000K options

-  PC diffuser with glow wire test ready, high lighting transmission 

-  SCDM Step 3, high color temperature stability

-  Zhaga-Comply LED product

Philips LED Module, Integrated Driver

(for Emergency Power Pack)

(for Emergency Power Pack)

MX 7398 -  G4  -                -         W - 80

MX 7399 -  G4  -                -         W - 80

MX 7398 -  G4  -                -         W - 80EB

MX 7399 -  G4  -                -         W - 80EB

Code CCT

Code CCT

Code Driver Type

Code Driver Type

Code LED Module

Code LED Module

D
A
N

D
A
N

 DALI

 DALI

1-10V

1-10V

Non-Dimmable

Non-Dimmable

830
840

830
840

3000K
4000K

3000K
4000K

11.3W 350mA 2043lm
16.2W 500mA 2929lm

23W 700mA 4086lm
32.4W 1000mA 5858lm

11
16

23
32

DIP 595 x 595mm

DIP 1195 x 595mm

578x578

1178x578

98

98

595

1195

595

595

Emergency Power Pack 

EC EK-LED020-K2

EC EK-LED021-K2

Ordering Code Matching With Specification
 

For MX 7398 - ....- .. W - 00 EB 180mA, 2hrs, 980lm. Full set are integrated in DIP

360mA, 2hrs, 1900lm. Full set are integrated in DIPFor MX 7399 - ....- .. W - 00 EB

Diffuser with Line Pattern

Philips LED Module, Integrated Driver
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Surface Mounted Downlight, Tracklight, Profile System

DIP (Diffuser with Air Slot Version)

-  Direct and indirect lighting concept, soft lighting effect for office setting

-  CRI80, 3000K/ 4000K options

-  PC diffuser with glow wire test ready, high lighting transmission 

-  SCDM Step 3, high color temperature stability

-  Zhaga-Comply LED product

Length 591mm Length 1191mm

(for Emergency Power Pack)

(for Emergency Power Pack)

MX 7398AS -  G4  -                -         W - 80

MX 7399AS -  G4  -                -         W - 80

MX 7398AS -  G4  -                -         W - 80EB

MX 7399AS -  G4  -                -         W - 80EB

Code CCT

Code CCT

Code Driver Type

Code Driver Type

Code LED Module

D
A
N

D
A
N

 DALI

 DALI

1-10V

1-10V

Non-Dimmable

Non-Dimmable

830
840

830
840

3000K
4000K

3000K
4000K

11.3W 350mA 2043lm
16.2W 500mA 2929lm

11
16

DIP 595 x 595mm

DIP 1195 x 595mm

578x578

1178x578

98

98

595

1195

595

595

Emergency Power Pack

Accessory

EC EK-LED020-K2

EC EK-LED021-K2

Ordering Code 

Air Slot Cover Plate

MX AS-600 MX AS-1200

Matching With Specification

For MX 7398AS - ....- .. W - 00 EB 180mA, 2hrs, 980lm. Full set are integrated in DIP

360mA, 2hrs, 1900lm. Full set are integrated in DIPFor MX 7399AS - ....- .. W - 00 EB

Diffuser with Line Pattern

L

Philips LED Module, Integrated Driver

Philips LED Module, Integrated Driver

Code LED Module

23W 700mA 4086lm
32.4W 1000mA 5858lm

23
32
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Surface Mounted Downlight, Tracklight, Profile System

DIP (Anti Glare Mircofilm Version)

-  Direct and indirect lighting concept, soft lighting effect for office setting

-  CRI80, 3000K/ 4000K options

-  Anti glare microfilm apply to reduce UGR overall 

-  SCDM Step 3, high color temperature stability

-  Zhaga-Comply LED product

Philips LED Module, Integrated Driver

(for Emergency Power Pack)

(for Emergency Power Pack)

MX 7496 -  G4  -                -         W - 80

MX 7497 -  G4  -                -         W - 80

MX 7496 -  G4  -                 -         W - 80EB

MX 7497 -  G4  -                -         W - 80EB

Code CCT

Code CCT

Code Driver Type

Code Driver Type

Code LED Module

Code LED Module

D
A
N

D
A
N

 DALI

 DALI

1-10V

1-10V

Non-Dimmable

Non-Dimmable

830
840

830
840

3000K
4000K

3000K
4000K

11.3W 350mA 1839lm
16.2W 500mA 2929lm

23W 700mA 3677lm
32.4W 1000mA 5272lm

11
16

23
32

DIP 595 x 595mm

DIP 1195 x 595mm

578x578

1178x578

ne
w

ne
w

98

98

595

1195

595

595

Emergency Power Pack 

EC EK-LED020-K2

EC EK-LED021-K2

Ordering Code Matching With Specification
 

For MX 7398 - ....- .. W - 00 EB 180mA, 2hrs, 980lm. Full set are integrated in DIP

360mA, 2hrs, 1900lm. Full set are integrated in DIPFor MX 7399 - ....- .. W - 00 EB

Diffuser with Line Pattern

Philips LED Module, Integrated Driver
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Surface Mounted Downlight, Tracklight, Profile System

DIP (Anti Glare with Air Slot Version)

-  Direct and indirect lighting concept, soft lighting effect for office setting

-  CRI80, 3000K/ 4000K options

-  Anti glare microfilm apply to reduce UGR overall

-  SCDM Step 3, high color temperature stability

-  Zhaga-Comply LED product

Length 591mm Length 1191mm

(for Emergency Power Pack)

(for Emergency Power Pack)

MX 7496AS -  G4  -                -         W - 80

MX 7497AS -  G4  -                -         W - 80

MX 7496AS -  G4  -                -         W - 80EB

MX 7497AS -  G4  -                -         W - 80EB

Code CCT

Code CCT

Code Driver Type

Code Driver Type

Code LED Module

D
A
N

D
A
N

 DALI

 DALI

1-10V

1-10V

Non-Dimmable

Non-Dimmable

830
840

830
840

3000K
4000K

3000K
4000K

11.3W 350mA 1839lm
16.2W 500mA 2929lm

11
16

DIP 595 x 595mm

DIP 1195 x 595mm

578x578

1178x578

ne
w

ne
w

98

98

595

1195

595

595

Emergency Power Pack

Accessory

EC EK-LED020-K2

EC EK-LED021-K2

Ordering Code 

Air Slot Cover Plate

MX AS-600 MX AS-1200

Matching With Specification

For MX 7496AS - ....- .. W - 00 EB 180mA, 2hrs, 980lm. Full set are integrated in DIP

360mA, 2hrs, 1900lm. Full set are integrated in DIPFor MX 7497AS - ....- .. W - 00 EB

Diffuser with Line Pattern

L

Philips LED Module, Integrated Driver

Philips LED Module, Integrated Driver

Code LED Module

23W 700mA 3677lm
32.4W 1000mA 5272lm

23
32
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Surface Mounted Downlight, Tracklight, Profile System

DIP (Metal Mesh Hole Version)

-  Direct and indirect lighting concept, soft lighting effect for office setting

-  CRI80, 3000K/ 4000K options

-  Mesh hloe metal front plate

-  SCDM Step 3, high color temperature stability

-  Zhaga-Comply LED product

(for Emergency Power Pack)

(for Emergency Power Pack)

MX 7498 -  G4  -                -         W - 80

MX 7499 -  G4  -                -         W - 80

MX 7498 -  G4  -                -         W - 80EB

MX 7499 -  G4  -                -         W - 80EB

Code CCT

Code CCT

Code Driver Type

Code Driver Type

Code LED Module

Code LED Module

D
A
N

D
A
N

 DALI

 DALI

1-10V

1-10V

Non-Dimmable

Non-Dimmable

830
840

830
840

3000K
4000K

3000K
4000K

11.3W 350mA 2043lm
16.2W 500mA 2929lm

23W 700mA 4086lm
32.4W 1000mA 5858lm

11
16

23
32

DIP 595 x 595mm

DIP 1195 x 595mm

578x578

1178x578

98

98

595

1195

595

595

Emergency Power Pack

EC EK-LED020-K2

EC EK-LED021-K2

Ordering Code Matching With Specification

For MX 7498 - ....- .. W - 00 EB 180mA, 2hrs, 980lm. Full set are integrated in DIP

360mA, 2hrs, 1900lm. Full set are integrated in DIPFor MX 7499 - ....- .. W - 00 EB

Metal Mesh Hole

Philips LED Module, Integrated Driver

Philips LED Module, Integrated Driver
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Surface Mounted Downlight, Tracklight, Profile System

DIP (Metal Mesh Hole with Air Slot Version)

-  Direct and indirect lighting concept, soft lighting effect for office setting

-  CRI80, 3000K/ 4000K options

-  Mesh hloe metal front plate 

-  SCDM Step 3, high color temperature stability

-  Zhaga-Comply LED product

Length 591mm Length 1191mm

(for Emergency Power Pack)

(for Emergency Power Pack)

MX 7498AS -  G4  -                -         W - 80

MX 7499AS -  G4  -                -         W - 80

MX 7498AS -  G4  -                -         W - 80EB

MX 7499AS -  G4  -                -         W - 80EB

Code CCT

Code CCT

Code Driver Type

Code Driver Type

Code LED Module

D
A
N

D
A
N

 DALI

 DALI

1-10V

1-10V

Non-Dimmable

Non-Dimmable

830
840

830
840

3000K
4000K

3000K
4000K

11.3W 350mA 2043lm
16.2W 500mA 2929lm

11
16

DIP 595 x 595mm

DIP 1195 x 595mm

578x578

1178x578

98

98

595

1195

595

595

Emergency Power Pack

Accessory

EC EK-LED020-K2

EC EK-LED021-K2

Ordering Code 

Air Slot Cover Plate

MX AS-600 MX AS-1200

Matching With Specification

For MX 7498AS - ....- .. W - 00 EB 180mA, 2hrs, 980lm. Full set are integrated in DIP

360mA, 2hrs, 1900lm. Full set are integrated in DIPFor MX 7499AS - ....- .. W - 00 EB

Metal Mesh Hole

L

Philips LED Module, Integrated Driver

Philips LED Module, Integrated Driver

Code LED Module

23W 700mA 4086lm
32.4W 1000mA 5858lm

23
32
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Surface Mounted Downlight, Tracklight, Profile System

S-Extal
-  LED system in extrusion aluminium body 

-  Polycarbonate diffuser

-  Custom made length available 

-  Provided with mounting accessories

-  Integrated LED Driver

13W 700mA 1400lm LED,
Intergrated LED driver

MX 5508D9P - G2 - 600 -            - 

Code

B
W

Black Body
White Body

Aluminium Housing ColorCode

827
830
840

2700K
3000K
4000K

CCT

25W 1400mA 2800lm LED
Intergrated LED driver

MX 5508D9P - G2 - 1200 -            - 

Code

827
830
840

2700K
3000K
4000K

CCT

19W 1050mA 2100lm LED,
Intergrated LED driver

MX 5508D9P - G2 - 900 -            - 

Code

827
830
840

2700K
3000K
4000K

CCT

Accessory
Mounting Accessories included in each set

Automatic suspension x 4pcs with 1500mm wire Cable base with 3 x 0.75mm2 cable,
1500mm in length
5 x 0.75mm2 version
for 2 circuits available on request

Color

98

64

600

98

64

900

98

64

1200

98

98

98

64

64

64

B W

Code

B
W

Black Body
White Body

Aluminium Housing Color

Code

B
W

Black Body
White Body

Aluminium Housing Color

SMD
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Surface Mounted Downlight, Tracklight, Profile System

M-Extal
-  LED system in extrusion aluminium body 

-  Polycarbonate diffuser

-  Custom made length available 

-  Provided with mounting accessories

-  Integrated LED Driver

13W 700mA 1400lm LED,
Intergrated LED driver

MX 5509D9P - 600 -            - 

Code

B
W

Black Body
White Body

Aluminium Housing ColorCode

827
830
840

2700K
3000K
4000K

CCT

25W 1400mA 2800lm LED
Intergrated LED driver

MX 5509D9P - 1200 -            - 

Code

827
830
840

2700K
3000K
4000K

CCT

19W 1050mA 2100lm LED,
Intergrated LED driver

MX 5509D9P - 900 -            - 

Code

827
830
840

2700K
3000K
4000K

CCT

Accessory
Mounting Accessories included in each set

Automatic suspension x 4pcs with 1500mm wire Cable base with 3 x 0.75mm2 cable,
1500mm in length
5 x 0.75mm2 version
for 2 circuits available on request

Color

600

900

1200

78

78

78

50

50

50

78

78

78

50

50

50

B W

Code

B
W

Black Body
White Body

Aluminium Housing Color

Code

B
W

Black Body
White Body

Aluminium Housing Color

SMD
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MR16 LED Retrofit

80

MR16 LED Retrofit Index

Diameter / Height PageSeries Module Feature

81

82

83

84

85

86

87

88

89

90

91

92

93

94

95

VC Spot

Space

Pin Hole

Pin Slot

Mini Trim 2

Mini Trim Sq

Pin Hole Sq

Multi Mini AT

Multi Super Mini

Multi Super Mini
Trimless

Cybox Mini

Multi Box Mini AT

Multi Mini Trimless AT

Atec

Renia

Ø100, H108

Ø105, H108

Ø98, H80

Ø98, H80

Ø92, H80

Ø84, H89

Ø88, H119

85X85, H128

98X98, H90

S120X120, H100 

S106x106, H98 

S102x102, H100

S126x126, H130

S90x90, H98

T316x120, H100

T270x106, H98

T298x102, H100

T322x126, H130

D218x120, H100

D188x106, H98

D200x120, H100

D224x126, H130

D172x90, H98

Ø120, H100

Ø106, H98

see catalogue details

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

MR16 
Retrofit

Ø111, H80

Ø92, H89

Ø88, H107

105X105, H117

T254x90, H98



81Milux LED Collection 7

MR16 LED Retrofit

VC Spot
-  Recessed downlight for MR16

-  Adjustable and downlight version

-  White die cast aluminium trim

-  Seperate order of remote driver available

Reflector Color

88
84
86

Code

White
Silver

Sandblasted Silver

Reflector Color

MX 5811  -  

Downlight Version

Adjustable Version

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

108

Ø88
Ø100

MR16 
Retrofit

88
84
86

Code

White
Silver

Sandblasted Silver

Reflector Color

MX 5812  -  

max
108

Ø88
Ø100

30°

88 84 86
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MR16 LED Retrofit

Pin Hole
-  Recessed downlight for MR16 

-  Adjustable and downlight version

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote driver available 

Color

Fixed Version

Ø89
Ø98

80

Ø89
Ø98

80

30°

30°

355°

355°

Ø89Ø98

80

Ø89Ø98

80

Adjustable Version

Adjustable Version with Cover Glass, IP55

Fixed Version with Cover Glass, IP55

MX 5851 - 

MX 5852 - 

MX 5851C - 

MX 5852C - 

80
10
20

80
10
20

80
10
20

80
10
20

White
Black

Aluminium Grey

White
Black

Aluminium Grey

White
Black

Aluminium Grey

White
Black

Aluminium Grey

Code

Code

Code

Code

Code

Code

Code

Code

Color

Color

Color

Color

80 10 20

MR16 
Retrofit

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

Flush Mount Effect

Accessory

Flush Mounting Kit

MX 3921 -

ne
w

- Blank-

F

- Blank-

F

- Blank-

F

- Blank-

F

Standard mount
Flush mount

Standard mount
Flush mount

Standard mount
Flush mount

Standard mount
Flush mount

80
10
20

White
Black

Aluminium Grey

Code Color
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MR16 LED Retrofit

80
10
20

80
10
20

White
Black

Aluminium Grey

White
Black

Aluminium Grey

Code

Code

Code

Code

Color

Color

Pin Slot
-  Recessed downlight for MR16

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote driver available 

Color

Adjustable Version

Ø89Ø98

80

Ø89Ø98

80

30°

30°

80 10 20

MR16 
Retrofit

MX 5853 - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

Adjustable Version with Cover Glass, IP55

MX 5853C - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

Flush Mount Effect

Accessory

Flush Mounting Kit

MX 3921 -

ne
w

- Blank-

F

- Blank-

F

Standard mount
Flush mount

Standard mount
Flush mount

80
10
20

White
Black

Aluminium Grey

Code Color



84 Milux LED Collection 7

MR16 LED Retrofit

Space
-  Recessed downlight for MR16

-  Die cast aluminium body in various color

-  Separate order of remote driver available

80B 10B 20B

 30°

108

Ø89

MX 5858 - 

80B
10B
20B

White
Black

Aluminium Grey

Code Color

1 x GU 5.3 LED Retrofit MR16 Max 15W

Ø105

355°

Color

MR16 
Retrofit
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MR16 LED Retrofit

Atec
-  Recessed downlight for MR16

-  Adjustable and non-adjustable version available

-  Separate order of remote driver available

Non-adjustable Version

Ø92 Ø85

80

Adjustable Version

Ø111 Ø104

80

20°
355°

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

MR16 
Retrofit

MX 5860 - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

MX 5861 - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

Color

80B 80W 10B

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color

Code

80B
80W
10B

White Trim & Black Tube
White Trim & Tube
Black Trim & Tube

Color
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MR16 LED Retrofit

Renia
-  Recessed downlight for MR16

-  Die cast aluminium body available in 3 colors

-  Adjustable and non-adjustable version available 

-  Seperate order of remote driver available 

Non-adjustable Version

25° Ø92
Ø85

Ø78

Ø84

89

Color

Adjustable Version

80 10 20

MR16 
Retrofit

MX 5838 - 

MX 5837 - 

80
10
20

80
10
20

White
Black

Aluminium Grey

White
Black

Aluminium Grey

Code

Code

Color

Color

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

89

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955
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MR16 LED Retrofit

Mini Trim 
-  Recessed downlight for MR16

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote driver available 

25°

Ø88

119

Ø84

Downlight Version

Ø88

Ø84

107

80
10

80
10

White
Black

White
Black

Code

Code

Color

Color

Wallwasher Version

80 10

Reflector Color

MR16 
Retrofit

MX 5878 - 

MX 5879 - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955
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MR16 LED Retrofit

Mini Trim Sq
-  Recessed downlight for MR16

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote driver available 

Non-adjustable Version

Adjustable Version

Color

25°

80 10

MR16 
Retrofit

80
10

80
10

White
Black

White
Black

Code

Code

Color

Color

MX 5874 - 

MX 5875- 

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

128

117

85x85

105x105

101x101

81x81

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955
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MR16 LED Retrofit

Pin Hole Sq
-  Recessed downlight for MR16

-  Die cast aluminium body available in 3 colors 

-  Seperate order of remote driver available 

Color

Adjustable Version

Ø8998 x 98

max.
90

Ø8998 x 98

max.
90

30°

30°

80
10
20

White
Black

Aluminium Grey

Code Color

355°

355°

80 10 20

MR16 
Retrofit

MX 5855 - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

Adjustable Version with Cover Glass, IP55

MX 5855C - 

80
10
20

White
Black

Aluminium Grey

Code Color

1 x GU 5.3 LED Retrofit MR16 Max 15W

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

Accessory

Flush Mounting Kit

MX 3923 -

ne
w

Flush Mount Effect

80
10
20

White
Black

Aluminium Grey

Code Color
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MR16 LED Retrofit

Multi Mini AT
-  Recessed downlight for MR16

-  Metal trim and body in various color

-  Separate order of remote driver available

80B 10B 20B 20A 80W

Color

Ø11025°

100

Ø120

208x11025°

100

120218

2 X

306x11025°

100

120
316

112x11225°

Code

Code

80B
10B
20B
20A
80W

White Trim & Black Body 
Black Trim & Body 

Aluminium Grey Trim & Black Body  
Aluminium Grey Trim & Body 

White Trim & Body 

80B
10B
20B
20A
80W

White Trim & Black Body 
Black Trim & Body 

Aluminium Grey Trim & Black Body  
Aluminium Grey Trim & Body 

White Trim & Body 

Color

Color

120

100

120

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

MR16 
Retrofit

MX 9112S - M - 

MX 9112D - MM - 

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

3 X

Code

80B
10B
20B
20A
80W

White Trim & Black Body 
Black Trim & Body 

Aluminium Grey Trim & Black Body  
Aluminium Grey Trim & Body 

White Trim & Body 

Color

MX 9112T - MMM -  

1 x GU 5.3 LED Retrofit MR16 Max 15W

Code

80B
10B
20B
20A
80W

White Trim & Black Body 
Black Trim & Body 

Aluminium Grey Trim & Black Body  
Aluminium Grey Trim & Body 

White Trim & Body 

Color

MX 9143 - M - 

1 x GU 5.3 LED Retrofit MR16 Max 15W
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MR16 LED Retrofit

Multi Mini Trimless AT
-  Recessed downlight for MR16

-  Metal body in various color

-  Separate order of remote driver available

25°

MX 9162S - M - 

Code

00B
20A
80W

Black Body 
Aluminium Grey Body  
White Body 

Black 
Aluminium Grey  
White 

Color Color of Installation Kit

Trimless Installation Kit 

MX TIK52S  -      

109x109

102 102

100

2 X

207x10925°

100

102200

305x10925°

100

102
298

00B 20A 80W

Color
Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

MR16 
Retrofit

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

MX 9162D - MM - 

Code

00B
20A
80W

Black Body 
Aluminium Grey Body  
White Body 

Black 
Aluminium Grey  
White 

Color Color of Installation Kit

Trimless Installation Kit 

MX TIK52D  -      

3 X 1 x GU 5.3 LED Retrofit MR16 Max 15W

MX 9162T - MMM - 

Code

00B
20A
80W

Black Body 
Aluminium Grey Body  
White Body 

Black 
Aluminium Grey  
White 

Color Color of Installation Kit

Trimless Installation Kit 

MX TIK52T  -      
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MR16 LED Retrofit

Multi Super Mini
-  Recessed downlight for MR16

-  Metal body in various color

-  Separate order of remote driver available

 

Color

3 X

2 X

MX 9114S - M - 

MX 9114D - MM - 

MX 9114T - MMM -  

80B
20B
10B
80W
20A

80B
20B
10B
80W
20A

80B
20B
10B
80W
20A

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

Code

Code

Code

Color

Color

Color

Ø9825°

98

Ø106

98x26225°

98

106
270

98x18025°

98

106188

98x9825°

106

98

106

80B 20B 10B 80W 20A

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

MR16 
Retrofit

MX 9115 - M - 

80B
20B
10B
80W
20A

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

Code Color

1 x GU 5.3 LED Retrofit MR16 Max 15W

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955
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MR16 LED Retrofit

Multi Super Mini Trimless
-  Recessed downlight for MR16

-  Metal body in various color

-  Separate order of remote driver available 

MX 9116S - M -  

MX 9116D - MM - 

MX 9116T -  MMM -

Trimless Installation Kit 

Trimless Installation Kit 

Trimless Installation Kit 

MX TIK41LS -

MX TIK41LD -

MX TIK41LT -

00B
20A
80W

00B
20A
80W

00B
20A
80W

Black Body
Aluminium Grey Body

Black Body
Aluminium Grey Body

Black Body
Aluminium Grey Body

Black
Aluminium Grey

Black
Aluminium Grey

Black
Aluminium Grey

White Body

White Body

White Body

White

White

White

Code

Code

Code

Color

Color

Color

Color of Installation Kit

Color of Installation Kit

Color of Installation Kit

Color

25° 97x97

90 90

98

97x179 25°

98

90172

97x26125°

98

90

254

00B 20A 80W

MR16 
Retrofit

1 x GU 5.3 LED Retrofit MR16 Max 15W

2 X

3 X

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955
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MR16 LED Retrofit

Cybox Mini
-  Tracklight with 3-phase adaptor for MR16

-  Aluminium body available in 3 colors 

-  Surface mounted version available upon request 

-  Integrated LED driver 

Vertical Gear Box Version

Horizontal Gear Box Version

196

136
Ø76

116

210 Ø76

80 10 20

Color

MR16 
Retrofit

MX 6839P- M -

80
10
20

White
Black

Aluminium Grey

Code Color

1 x GU 5.3 LED Retrofit MR16 Max 15W

MX 6838P- M -

80
10
20

White
Black

Aluminium Grey

Code Color

1 x GU 5.3 LED Retrofit MR16 Max 15W
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MR16 LED Retrofit

Multi Box Mini AT

MX 9175S - M - 

MX 9175D - MM - 

80B
20B
10B
80W
20A

80B
20B
10B
80W
20A

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

Code

Code

Color

Color

25°

126 126

130

25°

224

130

126

25°

322

130

126

-  Surface mounted downlight for MR16

-  Aliminium housing, metal body available in different colors 

-  Possible tilt adjustment

-  Integrated LED driver

80B 20B 10B 80W 20A

Color

2 X

3 X

Accessories See Page 98

MX 9924 MX 9925 MX 9958 MX 9955

MR16 
Retrofit

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

1 x GU 5.3 LED Retrofit MR16 Max 15W

MX 9175T - MMM -  

80B
20B
10B
80W
20A

White Housing & Black Body
Aluminium Grey Housing & Black Body 

Black Housing & Body
White Housing & Body

Aluminium Grey Housing & Body

Code Color



Milux LED Collection 7   

Accessory

96

Philips MR16 LED Retrofit
-  LED MR16 lamp in GU5.3, 12V AC/DC

-  High power LED apply

-  40,000 hours 70% lumen maintenance

-  2 beam angle, 3 color temperature available

-  Drive by electronic transformer 

ne
w

P7 - M9 -         - 6.5 - 9        K 

P7 - M9D -         - 7 - 9        K 

P7 - M8D -         - 7.2 - 9        K 

24
36

10
24
36

27
30
40

27
30
40

27
30
40

24°
36°

10°
24°
36°

2700K
3000K
4000K

2700K
3000K
4000K

2700K
3000K
4000K

Code

Code

Code

Code

Code

Beam Angle

Beam Angle

CCT

CCT

CCT

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

24°

24°

24°10°

10°

36°

36°

36°

E[lx]

E[lx]

E[lx]E[lx]

E[lx]

E[lx]

E[lx]

E[lx]

2250

2100

24005000

5000

1250

1150

1450

563

525

6001250

1250

313

288

363

250

233

267556

556

139

128

161

141

131

150313

313

78

72

91

0.43

0.43

0.430.17

0.17

0.65

0.65

0.65

0.85

0.85

0.850.35

0.35

1.30

1.30

1.30

1.28

1.28

1.280.52

0.52

1.95

1.95

1.95

1.70

1.70

1.700.7

0.7

2.60

2.60

2.60

P7-M9-24-6.5-930K

P7-M9D-24-7-930K

P7-M8D-24-7.2-930KP7-M8D-10-7.2-930K

P7-M9D-10-7-930K

P7-M7-36-6.5-930K

P7-M7D-36-7-930K

P7-M8D-36-7.2-930K

50

51

50

46

12V Step Down Transformer
 

Ø 62129 x 54 x 35EC LV12-E-10-PH(01) 1 pce

Matching with
 Philips MR16 LED Retrofit Ordering  Code Cut Hole (mm)

Wiring Box Dimension(mm)
(L) x (W) x (H)

 

Philips 6.5W LED MR16, CRI90 (non-dimmable version)

Philips 7W LED MR16, CRI90 (triac dimmable version)

Philips Expert Color 7.2W LED MR16, CRI97 (triac dimmable version)

10
24
36

Code

10°
24°
36° 

Beam Angle
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SORAA MR16 LED Retrofit

SORAA 10° Version

SORAA 25°/36° Version

V7 - M7D - 7.5 - 10 -       

V7 - M7D - 9 -         -       

927
930

927
930

25
36

2700K
3000K

2700K
3000K

25°
36°

Code

CodeCode

CCT

CCTBeam Angle

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

h[m]

[m]

1

2

3

4

10°

25° 36°

E[lx]

E[lx] E[lx]

5710

2570 1210

1428

643 303

634

286 134

357

161 76

0.17

0.44 0.65

0.35

0.89 1.30

0.52

1.33 1.95

0.70

1.77 2.60

V7-M7D-7.5-10-927

P7-M7D-24-7-27K P7-M7D-30-7-27K

50.1

50.1

45.5

45.5

-  LED MR16 lamp in GU5.3, 12V AC/DC

-  High power LED apply

-  40,000 hours 70% lumen maintenance

-  3 beam angle, 2 color temperature available

-  CRI95+

-  Drive by electronic transformer 

12V Step Down Transformer
 

Ø 62129 x 54 x 35EC LV12-E-60-OS(01) 1 pce

Matching with
 SORAA MR16 LED Retrofit Ordering  Code Cut Hole (mm)

Wiring Box Dimension(mm)
(L) x (W) x (H)

 

EC LV12-E-30-OS(01)

Soraa Vivid3 7.5W LED MR16, CRI95 (triac dimmable)

Soraa Vivid3 9W LED MR16, CRI95 (triac dimmable)
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Accessory
-  Glass diffuser/ honey comb accessory for selected series

-  1 accessory can be used in one lamp head 

-  Accessories can be added after installation

MX 9924

MX 9925

MX 9958

MX 9955

Ø50

Ø50

Ø50

Ø50Frosted Glass Diffuser

Obscured Glass Diffuser

Linear Spread Glass Diffuser

Black Honey Comb Lourve

Accessory Matrix
 

  
Any one of

3mm

3mm

3mm

3mm

MX 9924 MX 9925 MX 9958 MX 9955

Ø50 Accessory for FreePlus Module, MR16 Retrofit
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Accessory

MX 9974

MX 9914

MX 9975

MX 9915

MX 9976

MX 9916

Ø70

Ø85

Ø70

Ø85

Ø70

Ø85

Frosted Glass Diffuser

Frosted Glass Diffuser

Linear Spread Glass Diffuser

Linear Spread Glass Diffuser

Black Honey Comb Lourve

Black Honey Comb Lourve

3mm

3mm

3mm

3mm

3mm

3mm

Ø70 Accessory for Tracklight suitable for Novas, Cyboxxi, Cybox Sink, Tracbox, Armbox, Multi Mini Xito, Multi Mini Spot

Ø85 Accessory for Tracklight suitable for Tubled, BDisc
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LED Strip & Linear Profile

Milux LED Collection 7+100

LED Strip Series Index

LED Strip & Linear Profile

102

104

106

108

110

112

114

LEDStrip Mini

LEDStrip

LEDStrip M

LEDStrip HE

LEDStrip Duo

LEDStrip Dual

LED Vertical Strip

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

CRI 80+, 13.2W/m, 3780lm
CRI 95+, 13.2W/m, 2762lm

CRI 80+, 13.2W/m, 3780lm
CRI 95+, 13.2W/m, 2762lm

CRI 80+, 9.6W/m, 1060lm
CRI 95+, 9.6W/m, 949lm

CRI 80+, 13.2W/m, 3780lm
CRI 95+, 13.2W/m, 2762lm

CRI 80+, 13.2W/m, 3780lm
CRI 95+, 13.2W/m, 2762lm

CRI 80+, 9.6W/m, 2160lm

CRI 80+, 19.2W/m, 5498lm
CRI 95+, 19.2W/m, 4017lm

Diameter / Height PageSeries Module FeatureMax Power W, lm
CCT Option

2500K    2700K    3000K    3500K    4000K

SMD
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LED Strip & Linear Profile

LED Strip in Profile Series Index

116

118

120

122

124

126

128

LEDStrip S Pro

LEDStrip Pro

LEDStrip L Pro

LEDStrip Stick

see catalogue details

see catalogue details

see catalogue details

see catalogue details

see catalogue details

CRI 80+, 13.2W/m, 1620lm
CRI 95+, 13.2W/m, 1450lm

CRI 80+, 13.2W/m, 1620lm
CRI 95+, 13.2W/m, 1450lm

CRI 80+, 13.2W/m, 1620lm
CRI 95+, 13.2W/m, 1450lm

CRI 80+, 13.2W/m, 1620lm
CRI 95+, 13.2W/m, 1450lm

CRI 80+, 13.2W/m, 1620lm
CRI 95+, 13.2W/m, 1450lm

Diameter / Height PageSeries Module FeatureMax Power W, lm
CCT Option

2500K    2700K    3000K    3500K    4000K

LEDStrip Pro Corner

Milux LED Collection 7+ 101

RGBW 19.2W/mRGBW LED Strip see catalogue details
SMD

RGB LED Strip see catalogue details RGB 14.4W/m
SMD
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LED Strip & Linear Profile

SMD

LEDStrip Mini
-  Easy to bend for flexible design

-  Can be shorten by every 100mm

-  CRI Typical 82 and 90 options

-  3M adhesive in the Flexible Strip  

-  Come with mounting clip for IP Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

 

Standard Version

27
30
40

27
30
40

2700K
3000K
4000K

2700K
3000K
4000K

Code

Code

CCT

CCT

MX 6456 -         -              K - 24V - 1000(x3)

MX 6457 -         -              K - 24V - 1000(x3)

3000mm, 24V DC, CRI80, 60pcs LEDs/m 9.6W/m, 1134lm/m

3000mm, 24V DC, CRI80, 60pcs LEDs/m 9.6W/m, 1134lm/m 

3000mm, 24V DC, CRI90, 60pcs LEDs/m 9.6W/m, 1015lm/m 

3000mm, 24V DC, CRI90, 60pcs LEDs/m 9.6W/m, 1015lm/m 

8
9

80
90

8
9

80
90

4.8
6.6
9.6

4.8W/m
6.6W/m
9.6W/m

Code

Code

Code CRI

CRI

W

IP65 Version

2.2

3000

10
100

3000

4
12

100

Code W

4.8
6.6
9.6

4.8W
6.6W
9.6W
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LED Strip & Linear Profile

1:1 Scale

10

12

100

100

MX 6456

MX 6457 IP65

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Min 15mm

Power Supply

24V DC

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Accessory

LEDStrip Clip

MX 6355 - PM

24V

+

_

24V

+

_

24V

+

_
24V

+

_
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LED Strip & Linear Profile

SMD

LEDStrip
-  Easy to bend for flexible design

-  Can be shorten by every 50mm

-  CRI Typical 82 and 90 options

-  3M adhesive in the Flexible Strip  

-  Come with mounting clip for IP Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

 

Standard Version

27
30
40

27
30
40

2700K
3000K
4000K

2700K
3000K
4000K

Code

Code

CCT

CCT

MX 6458 -         -              K - 24V - 1000(x3)

MX 6459 -         -              K - 24V - 1000(x3)

3000mm, 24V DC, CRI80, 120pcs LEDs/m 13.2W/m, 1620lm/m

3000mm, 24V DC, CRI90, 120pcs LEDs/m 13.2W/m, 1450lm/m 

8
9

80
90

8
9

80
90

6.6
9.6
13.2

6.6
9.6
13.2

6.6W/m
9.6W/m
13.2W/m

6.6W/m
9.6W/m
13.2W/m

Code

Code

Code

Code

CRI

CRI

W

W

IP65 Version

2.2

3000

10
50

3000

4
12

50

3000mm, 24V DC, CRI80, 120pcs LEDs/m 13.2W/m, 1620lm/m 

3000mm, 24V DC, CRI90, 120pcs LEDs/m 13.2W/m, 1450lm/m 
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More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Min 15mm

Power Supply

24V DC

100

50

10

50

MX 6459 IP65

MX 6458

1:1 Scale

24V+

_

24V +

_

24V+

_

24V +

_

100

50

10

50

24V+

_

24V +

_

24V+

_

24V +

_

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Accessory

LEDStrip Clip

MX 6355 - PM
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LED Strip & Linear Profile

SMD

LEDStrip M
-  Easy to bend for flexible design

-  Can be shorten by every 50mm

-  CRI Typical 82 and 90 options

-  3M adhesive in the Flexible Strip  

-  Come with mounting clip for IP Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

 

Standard Version

27
30
40

27
30
40

2700K
3000K
4000K

2700K
3000K
4000K

Code

Code

CCT

CCT

MX 6478 -         -              K - 24V - 1000(x3)

MX 6479 -         -              K - 24V - 1000(x3)

3000mm, 24V DC, CRI80, 120pcs LEDs/m 9.6W/m, 1060lm/m

3000mm, 24V DC, CRI90, 120pcs LEDs/m 9.6W/m, 949lm/m 

8
9

80
90

8
9

80
90

6.6
9.6

6.6
9.6

6.6W/m
9.6W/m

6.6W/m
9.6W/m

Code

Code

Code

Code

CRI

CRI

W

W

IP65 Version

2.2

3000

10
50

3000

4
12

50

3000mm, 24V DC, CRI80, 120pcs LEDs/m 9.6W/m, 1060lm/m 

3000mm, 24V DC, CRI90, 120pcs LEDs/m 9.6W/m, 949lm/m 
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More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Min 15mm

Power Supply

24V DC

100

50

10

50

MX 6479 IP65

MX 6478

1:1 Scale

24V+

_

24V +

_

24V+

_

24V +

_

100

50

10

50

24V+

_

24V +

_

24V+

_

24V +

_

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Accessory

LEDStrip Clip

MX 6355 - PM
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LED Strip & Linear Profile

SMD

LEDStrip HE
-  Easy to bend for flexible design

-  Can be shorten by every 62.5mm

-  CRI Typical 82 and 90 options

-  3M adhesive in the Flexible Strip  

-  Come with mounting clip for IP Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

 

ne
w

Standard Version

27
30
40

27
30
40

2700K
3000K
4000K

2700K
3000K
4000K

Code

Code

CCT

CCT

MX 6468 -         -              K - 24V - 1000(x3)

MX 6469 -         -              K - 24V - 1000(x3)

3000mm, 24V DC, CRI80, 128pcs LEDs/m 13.2W/m, 2130lm/m

3000mm, 24V DC, CRI90, 128pcs LEDs/m 13.2W/m, 1906lm/m 

8
9

82
90

8
9

82
90

6.6
9.6
13.2

6.6
9.6
13.2

6.6W/m
9.6W/m
13.2W/m

6.6W/m
9.6W/m
13.2W/m

Code

Code

Code

Code

CRI

CRI

W

W

IP65 Version with silicon jacket

2.2

3000

10
62.5

3000

4
12

62.5

3000mm, 24V DC, CRI80, 128pcs LEDs/m 13.2W/m, 2130lm/m 

3000mm, 24V DC, CRI90, 128pcs LEDs/m 13.2W/m, 1906lm/m 
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LED Strip & Linear Profile

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Min 15mm

Power Supply

24V DC

125

125

62.5

62.5

10

62.5

62.5

12

MX 6469 IP65

MX 6468

1:1 Scale

24V+

_

24V +

_

24V+

_

24V +

_

24V+

_

24V +

_

24V+

_

24V +

_

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Accessory

LEDStrip Clip

MX 6355 - PM
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SMD

LEDStrip Duo
-  Easy to bend for flexible design

-  Can be shorten by every 100mm

-  CRI Typical 82 and 90 options

-  3M adhesive in the Flexible Strip  

-  Come with mounting clip for IP Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

 

Standard Version

27
30
40

27
30
35
40

2700K
3000K
4000K

2700K
3000K
3500K
4000K

Code

Code

CCT

CCT

MX 6488 -         -              K - 24V - 1000(x3)

MX 6489 -         -              K - 24V - 1000(x3)

3000mm, 24V DC, CRI80, 240pcs LEDs/m 19.2W/m, 2340lm/m

3000mm, 24V DC, CRI80, 240pcs LEDs/m 19.2W/m, 2340lm/m

3000mm, 24V DC, CRI90, 240pcs LEDs/m 19.2W/m, 2114lm/m

3000mm, 24V DC, CRI90, 240pcs LEDs/m 19.2W/m, 2114lm/m

8
9

80
90

8
9

80
90

9.6
13.2
19.2

9.6
13.2
19.2

9.6W/m
13.2W/m
19.2W/m

9.6W/m
13.2W/m
19.2W/m

Code

Code

Code

Code

CRI

CRI

W

W

IP65 Version

2.2

3000

15
25

3000

4
19

25
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More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 3 meters in LINEAR CONNECTION

Min 15mm

Power Supply

24V DC

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø124

Ø110

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

1:1 Scale

25

25

15

17

25

25

100

100

25

25

25

25

MX 6488

MX 6489 IP65

+

-

D
C2

4V

+

-

D
C2

4V
+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-

D
C2

4V

+

-
D

C2
4V

+

-
D

C2
4V

+

-

D
C2

4V
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SMD

LEDStrip Dual
-  Vary from 2700K to 4000K

-  Can be shorten by every 50mm

-  CRI Typical 82 and 90 options

-  3M adhesive in the Flexible Strip  

-  Come with mounting clip for IP Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

-  CCT Tunable system will provide on request

2.2

3000

10
50

3000

4
12

50

Standard Version

8
9

80
90

Code CRI

MX 6463 -      2740K - 12V - 1000(x3)

3000mm, 12v DC, CRI80, 60set LEDs/m, 
Max. limitation of strip 13.2W/m

3000mm, 12v DC, CRI80, 60set LEDs/m, 
Max. limitation of strip 13.2W/m

3000mm, 12v DC, CRI90, 60set LEDs/m, 
Max. limitation of strip 13.2W/m

3000mm, 12v DC, CRI90, 60set LEDs/m, 
Max. limitation of strip 13.2W/m

8
9

80
90

Code CRI

IP65 Version

MX 6464 -      2740K - 12V - 1000(x3)

2700K - 4000K
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1:1 Scale

MX 6463

MX 6464 IP65

100

50

10

50

100

50 50

12

(Green)2700K -ve
(Red)common +ve
(Black)4000K -ve

Connection Detail

Power Supply

24V DC

Controller

Decoder

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Accessory

LEDStrip Clip

MX 6355 - PM
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LED Vertical Strip
-  Easy to bend for flexible design

-  DC 24V vertical LED Strip

-  CRI Typical 82

-  3M adhesive in the Flexible Strip

-  Can be shorten by every 50mm of 6pcs SMD  LED

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

 

Standard Version

IP65 Version

AP LT 7111 - 9.6 -         K- 24V - 1000(x3)

AP LT 7112 - 9.6 -         K- 24V - 1000(x3)

3000mm 24V DC, CRI80, 120pcs LEDs/m, 9.6W/m, 2160lm/m

3000mm 24V DC, CRI80, 120pcs LEDs/m, 9.6W/m, 2160lm/m

8

10

3000

3000

2

4

50

50

27
30
40

2700K
3000K
4000K

Code CCT

27
30
40

2700K
3000K
4000K

Code CCT

SMD
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LED Strip & Linear Profile

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Min 15mm

Power Supply

24V DC

1:1 Scale

8

10

100

100

AP-LT7111

AP-LT7112 IP65

50

50

50

50

24V

24V

24V

24V

24V

24V

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 
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LED Strip & Linear Profile

RGB LED Strip
-  Easy to bend for flexible design

-  DC 24V 5050 SMD LED Flexible Strip, 
   14.4W per meter

-  High Lumen Output

-  3M adhesive in the Flexible Strip

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

-  SDCM Step 3, high color temperature stability

Standard Version

IP65 Version

AP LT 7115 - 14.4 - RGB - 24V - 1000(x3)

AP LT 7116 - 14.4 - RGB - 24V - 1000(x3)

3000mm, 24V DC, CRI80, 60pcs LEDs/m, 14.4W/m/m

2

2

3000

3000

10

12

100

100

3000mm, 24V DC, CRI80, 60pcs LEDs/m, 14.4W/m/m

SMD
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LED Strip & Linear Profile

LED Driver 

24V DC Ø110350 x 100 x 40EC LED-24V-120-PH(24) 96W LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Accessory

LEDStrip Clip

MX 6355 - PM

Connection Detail

Power Supply

24V DC

Controller

Decoder

+

G
R
B

+

G
R
B

+

G
R
B

+

G
R
B

AP-LT7115

AP-LT7116 IP65

1:1 Scale

10

100

12

100

(Black) +ve
(Blue) -ve
(Red) -ve

(Green) -ve

+

B

R

G

+

B

R

G
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LED Strip & Linear Profile

RGBW LED Strip
-  Easy to bend for flexible design

-  DC 24V vertical LED Strip

-  CRI Typical 82

-  3M adhesive in the Flexible Strip

-  Can be shorten by every 100mm of 6pcs SMD  LED

-  IP65 water proof silicon sleeve in IP version

-  Seperate order of power supply is available

Standard Version

IP65 Version

AP LT 7130 - RGBW -         K- 24V - 1000(x3)

3000mm, 24V DC, CRI80, 60pcs LEDs/m, 19.2W/m

3000mm, 24V DC, CRI80, 60pcs LEDs/m, 19.2W/m

AP LT 7131 - RGBW -         K- 24V - 1000(x3)

2

2

3000

3000

12

14

100

100

27
30
40

2700K
3000K
4000K

Code CCT

27
30
40

2700K
3000K
4000K

Code CCT

SMD
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LED Strip & Linear Profile

LED Driver 

24V DC Ø110350 x 100 x 40EC LED-24V-120-PH(24) 96W LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Connection Detail

Power Supply

24V DC

Controller

Decoder

1:1 Scale

AP-LT7130

AP-LT7131 IP65

DC24V+
G
R
W
B

+DC24V
G
R
W
B

+
G
R
W
B

DC24V+
G
R
W
B

DC24V

12

100

14

100

(White) +ve
(Green) -ve

(Red) -ve
(Black) -ve
(Blue) -ve

DC24V
G
R

B
W

+DC24V
G
R

B
W
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LED Strip & Linear Profile

LEDStrip S Pro
-  DC 24V 2835 SMD LED Flexible Strip, 13.2W per meter

-  CRI Typical 82 and 90 options

-  High Lumen Output

-  SDCM 3 Step, high color temperature stabity

-  Dimmable version available upon request

-  RGB version upon request 

-  Seperate order of power supply is available

 

MX 6393  - V1 -              - 24V -      

24V DC, CRI80, 120pcs LEDs/m, 13.2W/m, 1620lm/m

24V DC, CRI90, 120pcs LEDs/m, 13.2W/m, 1450lm/m

Code

530
1030

530mm
1030mm

60 x LED, 6.6W
120 x LED, 13.2W

Length(L) Output Power

L

8

17

8
9

80
90

Code CRI

27
30
40

2700K
3000K
4000K

Code CCT

SMD
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LED Strip & Linear Profile

17.1 20.5

17.1

8.2
8.210.5

1:1 Scale

Min 15mm

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Profile Profile with Mounting clip

Power Supply

24V DC

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 
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LED Strip & Linear Profile

LEDStrip Pro
-  DC 24V 2835 SMD LED Flexible Strip, 13.2W per meter

-  CRI Typical 82 and 90 options

-  High Lumen Output

-  SDCM 3 Step, high color temperature stabity

-  Dimmable version available upon request

-  RGB version upon request 

-  Seperate order of power supply is available

 

L
24V DC, CRI80, 120pcs LEDs/m, 13.2W/m, 1620lm/m

MX 6394  - V1 -              - 24V -         

Code

530
1030

530mm
1030mm

60 x LED, 6.6W
120 x LED, 13.2W

Length(L) Output Power

8
9

80
90

Code CRI

27
30
40

2700K
3000K
4000K

Code CCT

SMD

15

17

24V DC, CRI90, 120pcs LEDs/m, 13.2W/m, 1450lm/m
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LED Strip & Linear Profile

Min 15mm

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Power Supply

24V DC

1:1 Scale

15.3 15.3

17.1

17.4

17.1 20

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Profile Profile with Mounting clip
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LED Strip & Linear Profile

LEDStrip L Pro
-  DC 24V 2835 SMD LED Flexible Strip, 13.2W per meter

-  CRI Typical 82 and 90 options

-  High Lumen Output

-  SDCM 3 Step, high color temperature stabity

-  Dimmable version available upon request

-  RGB version upon request 

-  Seperate order of power supply is available

 

L

19.6

19.5

24V DC, CRI80, 120pcs LEDs/m, 13.2W/m, 1620lm/m

24V DC, CRI90, 120pcs LEDs/m, 13.2W/m, 1450lm/m

SMD

MX 6390  - V1 -              - 24V -         

Code

530
1030

530mm
1030mm

60 x LED, 6.6W
120 x LED, 13.2W

Length(L) Output Power

8
9

80
90

Code CRI

27
30
40

2700K
3000K
4000K

Code CCT
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LED Strip & Linear Profile

Min 15mm

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Power Supply

24V DC

1:1 Scale

23

19.519.5

22 19.619.6

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Profile Profile with Mounting clip
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LED Strip & Linear Profile

LEDStrip Stick
-  DC 24V 2835 SMD LED Flexible Strip, 13.2W per meter

-  CRI Typical 82 and 90 options

-  High Lumen Output

-  SDCM 3 Step, high color temperature stabity

-  Dimmable version available upon request

-  RGB version upon request 

-  Seperate order of power supply is available

 

L

13

10

24V DC, CRI80, 120pcs LEDs/m, 13.2W/m, 1620lm/m

24V DC, CRI90, 120pcs LEDs/m, 13.2W/m, 1450lm/m

MX 6391  - V1 -              - 24V -         

Code

530
1030

530mm
1030mm

60 x LED, 6.6W
120 x LED, 13.2W

Length(L) Output Power

8
9

80
90

Code CRI

27
30
40

2700K
3000K
4000K

Code CCT

SMD
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LED Strip & Linear Profile

Min 15mm

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Power Supply

24V DC

1:1 Scale

13

1010

14 1313

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Profile Profile with Mounting clip



128 Milux LED Collection 7

LED Strip & Linear Profile

LEDStrip Pro Corner
-  DC 24V 2835 SMD LED Flexible Strip, 13.2W per meter

-  CRI Typical 82 and 90 options

-  High Lumen Output

-  SDCM 3 Step, high color temperature stabity

-  Dimmable version available upon request

-  RGB version upon request 

-  Seperate order of power supply is available

 

L

17

17

24V DC, CRI80, 120pcs LEDs/m, 13.2W/m, 1620lm/m

24V DC, CRI90, 120pcs LEDs/m, 13.2W/m, 1450lm/m

MX 6362  - V1 -              - 24V -         

Code

530
1030

530mm
1030mm

60 x LED, 6.6W
120 x LED, 13.2W

Length(L) Output Power

8
9

80
90

Code CRI

27
30
40

2700K
3000K
4000K

Code CCT

SMD
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LED Strip & Linear Profile

Min 15mm

More Flexible Strips can be connected in PARALLEL

Connection Detail
Maximum 5 meters in LINEAR CONNECTION

Power Supply

24V DC

1:1 Scale

1717

1717

LED Driver 

24V DC

24V DC, 1-10 Dimmable

Ø110

Ø110

Ø124

350 x 100 x40

300 x 108 x 60

350 x 100 x 40

EC LED-24V-120-PH(24)

EC LED-24V-75D-LH(22)

EC LED-24V-150D-LH(24)

96W

60W

120W

2835 LED Strip

Driving Power 
Range

Matching with
LED Fitting

Output
Current

Cut Hole (mm)Wiring Box
Dimension(mm)
(L) x (W) x (H)

Ordering  
Code 

Profile Profile with Mounting clip
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By Ordering Number 

Ordering Number Page Ordering Number Page Ordering Number Page

AP LT 7111-9.6

AP LT 7112-9.6

AP LT 7115-14.4-RGB-24V-1000(x3)

AP LT 7116-14.4-RGB-24V-1000(x3)

AP LT 7130-RGBW

AP LT 7131-RGBW

AP VT0410-B

AP VT0410-W

AP VT0420-B

AP VT0420-W

AP VT0432-B

AP VT0432-W

AP VT0433-L

AP VT0433-R

AP VTD431

MX 3911

MX 3921

MX 3921

MX 3922

MX 3923

MX 3923

MX 5397-G5

MX 5399-G5

MX 5508D9P-G2-1200

MX 5508D9P-G2-600

MX 5508D9P-G2-900

MX 5509D9P-1200

MX 5509D9P-600

MX 5509D9P-900

MX 5811

MX 5812

MX 5837

MX 5838

MX 5851

MX 5851C

MX 5852

MX 5852C

MX 5853

MX 5853C

MX 5855

MX 5855C

MX 5858

MX 5860

MX 5861

MX 5874

MX 5875

MX 5878

MX 5879

MX 5922

MX 5923

MX 5924

MX 5925

MX 5949-10

MX 6313-13T

MX 6313-13TV

MX 6314-13T

MX 6314-13TV

MX 6317-G5

MX 6318-G5

MX 6328-G3-15-600

MX 6328-G3-30-1200

MX 6329-G3-12-600

MX 6329-G3-24-1200

MX 6347-13CA

MX 6347-13CAV

MX 6348-13CA

MX 6348-13CAV

MX 6351-G2

MX 6352-G5

MX 6353-G4

MX 6355-PM

MX 6362-V1

MX 6365-G5

MX 6366-G5

MX 6367-G5

MX 6370-13I

MX 6370-20I8

MX 6371-13ID

MX 6371-20ID8

MX 6373-G5

MX 6374-G5

MX 6377-20CA9

MX 6377-20CAV930-G5

MX 6377-30CA8

MX 6377-30CAV830-G5

MX 6383-G1

MX 6384-G5

MX 6385-G5

MX 6386-G4

MX 6390-V1

MX 6391-V1

MX 6393-V1

MX 6394-V1

MX 6401-G5

MX 6402-G4

MX 6456

MX 6457

MX 6458

MX 6459

MX 6463

MX 6464

MX 6468

MX 6469

MX 6488

MX 6489

MX 6838P-M

MX 6839P-M

MX 7319-G4

MX 7319C-G4

MX 7328-13T8

MX 7329-13T8

MX 7334D-G5

MX 7334S-G5

MX 7334T-G5

MX 7338-G3

MX 7339-G3

MX 7340-G3

MX 7348-13T9

MX 7349-13T9

MX 7350-G4

MX 7352-G4

MX 7354D-G5

MX 7354S-G5

MX 7354T-G5

MX 7356-G5

MX 7358D-G5

MX 7358S-G5

MX 7358T-G5

MX 7366-G4

MX 7368-G5

MX 7369-G5

MX 7376-13T8

MX 7376-13T9

MX 7376-20T8

MX 7376-20T9

112

112

114

114

116

116

53

53

53

53

53

53

53

53

53

71

24

82

83

26

89

10

10

78

78

78

79

79

79

81

81

86

86

82

82

82

82

83

83

89

89

84

85

85

88

88

87

87

33

33

33

33

27

55

55

55

55

57

57

70

70

71

71

56

56

56

56

65

64

64

103

126

59

59

59

54

54

54

54

61

61

58

58

58

58

62

62

60

60

122

124

118

120

63

63

102

102

104

104

110

110

106

106

108

108

94

94

13

13

36

36

69

69

69

67

67

67

36

36

8

9

48

48

48

48

49

49

49

9

11

11

7

7

7

7

Index
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Note

Milux LED Collection 7 131

Ordering Number Page Ordering Number Page Ordering Number Page

MX 7376-30T8

MX 7378-G5

MX 7384-G4

MX 7385-G4

MX 7395-G4

MX 7396-G4

MX 7397-G4

MX 7398-G4

MX 7398AS-G4

MX 7399-G4

MX 7399AS-G4

MX 7401-G4

MX 7402-G4

MX 7403-G5

MX 7404-G5

MX 7407

MX 7411

MX 7411C

MX 7420-G5

MX 7421-G5

MX 7422-13CA

MX 7422-13CAV

MX 7423-13CA

MX 7423-13CAV

MX 7425

MX 7425C

MX 7426

MX 7426C

MX 7427

MX 7427C

MX 7428-G4

MX 7429-G4

MX 7434D-13CA

MX 7434S-13CA

MX 7434T-13CA

MX 7441-13T8

MX 7442-13T8

MX 7444

MX 7445

MX 7447-G1

MX 7448-G1

MX 7449-G1

MX 7450

MX 7451

MX 7452

MX 7454D-G4

MX 7454S-G4

MX 7454T-G4

MX 7456-G4

MX 7458D-G4

MX 7458S-G4

MX 7458T-G4

MX 7460

MX 7462

MX 7463

MX 7464D

MX 7464S

MX 7464T

MX 7465D

MX 7465S

MX 7465T

MX 7466

MX 7474-G5

MX 7475-G5

MX 7478

MX 7481D-13T8

MX 7481S-13T8

MX 7481T-13T8

MX 7482D-13T8

MX 7482S-13T8

MX 7482T-13T8

MX 7490

MX 7491

MX 7496-G4

MX 7496AS-G4

MX 7497-G4

MX 7497AS-G4

MX 7498-G4

MX 7498AS-G4

MX 7499-G4

MX 7499AS-G4

MX 9112D-MM

MX 9112S-M

MX 9112T-MMM

MX 9114D-MM

MX 9114S-M

MX 9114T-MMM

MX 9115-M

MX 9116D-MM

MX 9116S-M

MX 9116T-MMM

MX 9143-M

MX 9162D-MM

MX 9162S-M

MX 9162T-MMM

MX 9175D-MM

MX 9175S-M

MX 9175T-MMM

MX 9555

MX 9914

MX 9915

MX 9916

MX 9924

MX 9925

MX 9958

MX 9974

MX 9975

MX 9976

MX AS-1200

MX AS-600

MX TIK41LD

MX TIK41LD

MX TIK41LS

MX TIK41LS

MX TIK41LT

MX TIK41LT

MX TIK52D

MX TIK52D

MX TIK52D

MX TIK52D

MX TIK52S

MX TIK52S

MX TIK52S

MX TIK52S

MX TIK52T

MX TIK52T

MX TIK52T

MX TIK52T

P7-M8D

P7-M9

P7-M9D

V7-M7D-7.5-10

V7-M7D-9

7

43

41

41

12

12

12

72

73

72

73

33

33

42

42

23

26

26

39

39

38

38

38

38

24

24

24

24

25

25

37

37

68

68

68

66

66

20

20

35

35

34

21

22

21

46

46

46

46

47

47

47

29

29

28

30

30

30

31

31

31

30

40

40

28

44

44

44

45

45

45

27

27

74

75

74

75

76

77

76

77

90

90

90

92

92

92

92

93

93

93

90

91

91

91

95

95

95

98

99

99

99

98

98

98

99

99

99

73

73

31

93

31

93

31

93

45

47

49

91

45

47

49

91

45

47

49

91

96

96

96

97

97
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Index
By Product Name

By Product Name - LED Series By Product Name - MR16 LED Retrofit

Product Name Page Product Name Page

Accessory

Accessory for Tracklight Series

Alien

Armbox IB

Atec COB

Atec XCA

B. Spot

Club

Cybox Mini COB

Cybox Mini XCA

Cybox Sink COB

Cybox Sink XCA

Cyboxxi

DIP (Anti Glare Air Slot Ver.)

DIP (Anti Glare Microfilm Ver.)

DIP (Diffuser Air Slot Ver.)

DIP (Diffuser Ver.)

DIP (Metal Mesh Hole Air Slot Ver.)

DIP (Metal Mesh Hole Ver.)

Domi/ Pomi

DOWA

Exxi

Glee

Gones

Hydro LED Midi/ Maxi

Hydro LED Mini

Hydro LED Sq

Invisa

LED EYE

LEDStrip

LEDStrip Dual

LEDStrip Duo

LEDStrip HE

LEDStrip L Pro

LEDStrip Mini

LEDStrip Pro

LEDStrip Pro Corner

LEDStrip S Pro

LEDStrip Stick

M-Extal

Mini Armbox

Mini IB

Mini Trim

Mini Trim Sq

MOVA

Multi Box Mini COB AT

Multi Box Mini XCA AT

Multi Mini COB AT

Multi Mini COB Trimless AT

Multi Mini Spot COB

Multi Mini Spot COB Trimless

Multi Mini Xito

Multi Mini Xito Trimless

Multi Super Mini

Multi Super Mini Trimless

NOVAS

Pin Hole

Pin Hole Sq

Pin Slot

Planar

P-Wash

P-Wash Lite

Rela

Renia

RGB LED Strip

RGBW LED Strip

S-Extal

Somi

Space

TIMOS SF

TINY COB

TINY Sq

Tracbox COB IB

Tubled

VC Spot

XITO

98

99

34

60

39

38

37

66

57

56

59

58

55

75

74

73

72

77

76

21

11

7

40

42

9

8

12

35

33

104

110

108

106

122

102

120

126

118

124

79

62

63

28

29

43

69

68

48

49

46

47

44

45

30

31

54

24

26

25

10

70

71

64

27

114

116

78

22

23

67

41

13

61

65

20

36

Product Name Page

Atec

Cybox Mini

Mini Trim

Mini Trim Sq

Multi Box Mini AT

Multi Mini AT

Multi Mini Trimless AT

Multi Super Mini

Multi Super Mini Trimless

Philips MR16 LED Retrofit

Pin Hole

Pin Hole Sq

Pin Slot

Renia

SORAA MR16 LED Retrofit

Space

VC Spot

85

94

87

88

95

90

91

92

93

96

82

89

83

86

97

84

81


